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1 PRECAUTIONS

® The contents of this manual may change due to product upgrades or other reasons.
® \\e have the right to make changes of the contents without notice.
® This user manual is for reference only, subject to available products. This manual may contain inaccurate data or

printing error. We reserves the right to interpret the details of this manual.



2 PERFACE

{IM S200 Surveillance System User Manual) introduces the software features and configuration operation of

IMS200. Please go through this user manual before operating.

Agreements
1. Symbols:
Index Meaning
1 “[1” refers interface, menu and data sheet, e.g. “[Add User] interface”
(] “[ 1 ” refers button, e.g. “click[ OK]
Form 2-1

T

L] Introduction: make some complement explanation to the contents.

A Warning:prompt the warning in order to avoid damage caused by improper operation.

Note: prompt operation notes in order to avoid data loss and device damage caused by improper operation.
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3 INTRODUCTION

3.1 SUMMARY

IMS200 is a professional surveillance system software which support muti-user, multi-window and multilingual
display, voice talk, EMap, alarm and etc. IMS200 is compatible with various access devices. This is a stable, reliable

and easy operation system.

3.2 RUNTIME ENVIRONMENT

o] Hardware minimum requirements
B[ JCPU P4/2.0GHz
B[ JMemory 512M
B []Resolution 1024*768 and =128M memory (support DirectX 8.0 and higher grade)
W [ ]Hard Disk 300M free space
W [ JNetwork transmission  10/100Mbps Ethernet, consistent with TCP/IP or UDP/IP protocal
o] Software minimum requirements
B []Operation system: Windows XP SP2, Windows 2000, Windows 2003, Windows Vista, win7 (run by
“Administrator” in Vista and win7)

W [ ]Graphics drive installed

[Q Introduction: enable “DirectX”, set the “hardware speed up” to ‘high’




4 INSTALLATION

Wi
s/
TS 200 €11
ent_v1.002. |
T. 20110305,
1. Double left click “IMS_200_Client”- «-#%..... - to install this program.
2.

Stepl: click “Next (N)”, see “Diagram 4-1"

B8 INS200 Setup

Complete the installation following the guide, see “Diagram 4-1” to “Diagram 4-7”

%elcome
Welcome to the installer for IMSZ00 1.00.

It isz strongly recommended that wou exit all
Windows programs before contimming with this
installation.

If wou have any other programs runming, please
click Cancel, close the programs, and run this
setup again.

Otherwize, cliclt Hext to continue.

X

Hext > Cancel

Step 2: click “Next (N)”after select a

Files\IMS200”.see”Diagram 4-2”

Diagram 4-1

install path, the default installation path

is “C:\Program



B8 INS200 Setup

Inctallation Folder
fhere would wou lilke IMSZ200 to be installed?

The software will be installed in the folder listed below. To select a
different location, either type in a new path, or click Change to browse for
an existing folder.

Install IMSZ00 to:

X

E: \INS2004IM5200 | change...

Space required: 120.6 ME
Space available on selected driwe: S0.15 GEB

< Back ] I Hext > l [ Cancel

Diagram 4-2

Step3: click “Next (N)”

B8 INS200 Setup

Eeady to Install
Tou are now ready to install INSZ00 1.00

The installer now has enough information to install IMSZ00 on wour computer.

The following settings will be used:
Install folder: E:WIMS2004MIMS200

Shorteut folder: IM200

Fleasze click Hext to proceed with the installation.

X

< Back ] | Hext > | [ Cancel

Diagram 4-3




Step 4: install automatically

B8 INS200 Setup

Installing IRSZ200

Pleaze wait. ..

Creating Uninstall. ..

Creating uninstall executable. ..

CCTTTITTITTITIILN )

X

Diagram 4-4

Step 5: click “Y” to install C++ process library

Step 6: click “Repair” and “Next” to go through the C++ installation process. See “Diagram 4-5”




i§ Nicrosoft Visual C++ 2008 Redistributable Setup [= ||/[X]

Maintenance mode

Select one of the options below;

Repair Microsoft Visual C++ 2008 Redistributable to its original state.

) Uninstall

Uninstall Microsoft Visual C++ 2008 Redistributable from this computer,

I Mext = ][ Cancel

Diagram 4-5

Step 7: fnish the C++ installation, see “Diagram 4-6”

i Microsoft Visual C++ 2008 Redistributable Setup [= |[01/[X]

Setup Complete

Microsoft Visual C++ 2008 Redistributable has been successfully repaired.

It is highly recommended that you download and install the latest service packs and
security updates for this product.

For more information, visit the following Web site:

Product Support Center

Diagram 4-6

Step 8: click “Finish (F)” to complete the installation process
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3.

BB INS200 Setup

Installation Successful
The IMSZ00 1.00 installation is complete

Thank wou for choosing INSZ00!

Fleasze click Finish to exit this installer.

ah L Finish

X

The shortcut

—_—

C

IMSZ00

Diagram 4-7

will be created on desktop after install the IMS200 system.
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5 LOGIN AND INTERFACES

5.1 LOGIN

Double left click MSEZEEN to pop up [LOGIN] interface, see “Diagram 5-1”. Input correct user name, password

and click “OK”-“—to enter the system.

The default account is “super” which has device management authority (the name at
The default administration account is “system” which has authority to modify advanced functions like create new

users, rights management and add E-map ddeepassweord are “system” 7.3 faseletbit. “

IMS200 | Surveillance system

Local IP: 192.168.0.128
UserMame:
Password:

Auto Login

Cancel

Restore Monitor

Diagram 5-1

A Note:

1. Modify your password in “Setting->Modify Password” in the first login.

2. Configurate the organization, users, device, EMap and etc. Please refer “7.3” for detail.

12



5.2 INTERFACE

There are screens, menu, functional keys, output mode keys, toolbar, upper right icons, alarm and status show on the

main interface. (see “Diagram 5-27)
IMS200
01-66-V-1 2011=03=24TI9E04T#SEN 00 _ 1 34-\/-1 1 2011=03=24RIISFCORACHE

Olo BN

205/8 X1

Camera 02
04-149-v-2 2011=03:2451119:05200

e

PTZ Cirl
Mond tor

Setting

Camera 03 ' 3 N Can : 3 user-defined Tool

1 O BH B H BH EH B B BE 25 x : Dlewice Bunning

3 B il arn 4 Guery ¥ M LR

Diagram 5-2

1. Screens

Display and control the real-time video. Select “voice talk”, “snapshot”, “record”, “output

\“save”, “go to”

“TVwall” function in a specific window. (see “Diagram 5-3")

and

13



01-66-V-1 2011-08=-247 9= 05636

. 'ﬁ Window:1

'Iﬂ" Yoice Talk
I Snapshot
™ Becord

r;l Output

‘l_] Sawve. . .

22 TV Hall

Close

Diagram 5-3

ﬂ Introduction: functions are valid under specific conditions

2.

Menu

Name

Function & Operation

Camera Lis

Shows organizations, devices and channels

Shows device IP, name and model by moving the mouse cursor on a device

Finish the TV wall output and video output in center

Status icorns in record and live view mode

Show the record device status

Take record for talk

Search information of device and channel

Add to “Favorite”

Record review

Position to playback

Timing

Reboot

14



Login/Logout (manually)

Configurate control

PTZ Ctrl

Control

70oom

Eight-direction control

3D positioning, simulated joystick, etc

Modify step, zoom, focus and Iris

Preset

Auto Tour

Aux

Configurate and execute presets

Configurate and execute auto tour

Light, Aux1, Aux2, etc

Monitor

Project

Configuration and Execution

Plan the task

Pause/On the task

Import/Export the documents

The information of the project and task

Setting

License

Functions authorization C(license password is necessary for login)

Local Set

Set the record path

Set the download path

Set the snapshot path

Set the talk path

Set the single file lengh

Enable the talk saving

Enable the display toolbar

Show or hide the device name on EMap

Minimum or maximum EMap size

Set log number capacity

Select media transfer protocal

Select start screen numbers

Set organization levels

Multi-window configuration

Auto task running

15



Select system startup mode

Set time period before turn to the playback

Time verification interval

Time verification disparity

Display content when device running

Language (Chinese/English)

Screen display: OSD configuration

Keyboard serial port configuration

Admin config: config the organization,users,device,EMap and system

Upgrade: software upgrade

About: software version and copyright

Add/modify/delete the users or devices

IAdmin Config | Add/edit the EMap
System setting, | frame, log, authorization, password, DDNS setting.
Input Input the setup file
Output Output the setup file
Modify Modify license password or current account password
Password
License For different users access for setting

Custom Tool

Playback the last alarm related video

Status Display

IP, manufacturer and working status information display.

Form 5-1
3. Functional keys
Name Description
Task config Add, modify and delete tasks
Plan config Add, modify and delete plan
Alarm
Global config Configurate the external, detect, loss and cover alarm

Relate config

Configurate the relate, alarm output to CDS/VMS/sound/SMS

16



Manually plan config | Manually channel, device and node plan
Overall config Alarm, relate sound, relate light, relate output
Execute Execute or stop task or plan
Import/Export Import/export alarm information files
Device info Device list, name and task status
Playback Four-window record playback, support slice, full screen, record,
snapshot, syn play, forward and slow
Query Download Download from headend device or centre records

Search Search the files of voice talk, local record, snapshot and download
Alarm show Shows alarms by time, type, user and status

EMap EMap Integrate the map and video information

Dev status Device Status Shows the channel stream and alarm task

TV wall TV Wall Set the screens output to TV wall

Form 5-2
Output mode
Name Description
Output Mode 1/4/6/8/9/13/16/25/36/Full Screen/Close All Windows

Display toolbar

Form 5-3

Name

Description

Toolbar on screen

Icons for record, snapshot, color, voice talk, streaming and etc.

Upper right icons

Form 5-4

Name

Description

Exit

Minimizing, maximizing window, license, lock, switch and exit current account

Form 5-5
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7. Alarm & Date

Name Description
Shortcut zoom Pop up system log and alarm interface by clicking the time and alarm icon
Form 5-6
8. Status
Name Description
Status CPU and network running status
Form 5-7

5.3 QUICK GUIDE

Login by the “super” account and add devices. Click{ Admin Config] to enter the interface as follow

- X
Organization EMap System
g Organization g & P4 Device | Users | E i & :,(,
B 2=2 Organizational Structure Device ID Device Mame Device Type Channel Count Device IP Manufacturer
L mun 1005 149 DVR. 4 10.12.1,145 TIPET
na 1004 134 DVR g 10.12.3.134 TYPEI
1003 66 DVR. 18 10.12.1.68 TYPEI
1002 factory DVR 8 192, 158.0.195 TYPE III
@ 1001 office DVR @ 8 192,168.0.134 TYPET
Diagram 5-4

(1) A dd: selectan organization node in (1) zone and add devices under this node in 2) zone. Input the device data like

type, manufacturer, name, IP and password in popup window; then click [Access Ch:
channels and alarm channels sutomatically. At last cIickto finish the process. (the “Devic

Count” and “Alarm Channel Count” are automatically generate according to the device IP. The default port: 8000. )

See “Diagram 5-5”

18



Device ID: | 1006
Device Type: | DVR L |
Device Manufacturer: |T‘|"F‘E I _v-|

Device Mame: |

Device Description:

Device Model: |

Device Channel Count:| a0

|+ ()

Alarm Channel Count: | a

| =

| *Using the machine’s name and device
port of DDMS if DDMNS is used

| =

Device IP: | 192.168.0.0
Device Port: |a|:||:||:|
Login Mame: |admin

| =

Password: |

Cancel

Diagram 5-5

(2) M odify: selecta device and click icon ¢ to modify it’s information

(3) D evice Inform ation: this w indow See Diagram 5-6") which contains [Device Information], [Video Channel]

and [Alarm Channel] will pop up when you select a device.

19



B

Device Information | Video Channel || &larm Channel |
D Channel ID Channel M... | Camera Type
100401 1 134-v-1 Dome Camera
100402 2 134--2 Camera
100403 3 134-\-3 Camera
100404 4 134-V-4 Camera
100405 9 134-V-5 Camera
100405 & 134-V-& Camera
100407 7 1347 Carmera
100408 8 134-V-8 camera
Remate Canfig
Diagram 5-6

“Diagram 5-7” is the [Video Channel] interface

Device Information |: ¥ideo Channel | Alarm Channel |
D Channel ID Channel M... | Camera Type
100401 1 134-v-1 Dame Camera
100402 2 134-y-2 Camera
100403 3 134--3 Camera
100404 4 134-v-4 Camera
100405 5 134--5 Camera
100405 [ 134-v-5 Camera
100407 7 134--7 Camera
100403 ] 134-v-8 Camera
Remote Config
Diagram 5-7

Double left click a video channel to pop up the [Channel Information], see “Diagram 5-8”,

You can modify channel name, pre-position and camera type. The camera type include camera, dome camera and

half dome camera. ( channel ID, channel type and channel number are default value.

)

20



x]

Channel Information

Channel ID: 100401
Channel Type:

Channel Mumber: |1

Channel Mame: | 134V-1

Camera Type: Daome Came [»

L Ok J [Cancel ]

Diagram 5-8

“Diagram 5-9” is the [Alarm Channel] interface

| Device Information || Video Channel | Alarm Channel |

D Charinel ID Chaririel Mame

1 1 134-A-1

2 2 134-A-2

3 3 134-A-3

- 4 134-A-4

3 5 134-A-5

& = 134-A-&

7 7 134-A-7

g 3 134-A-3

Remote Canfig

Diagram 5-9

Double left click a alarm channel to get a popup window, see “Diagram 5-10”
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Channel Information

x]

Channel ID: 1 !

Channel Type:

Channel Number: | 1 i
Channel Mame: | 13%-A-1 |

Camera Type:
ok | [Cancel ]
Diagram 5-10

You can operate in main interface after complete the configuration.

|

camera; 2. select the right camera type.

Q Introduction: there are two criteria for apply the PTZ function: 1. ensure the connected device is a dome

22



6 FUNCTIONS
6.1 MONITOR

6.1.1 CAMERALIST

[Camera List] shows the “Structure”, “IP Address”, “Device List”, “Favorite” and “History”.

6-1" )

Camera List

Device List mas

Historical records

ol root favorites
B = 134
& 13471
W 124V2
134.V-3
134.V4
134V.5
134.V6
134-V-7 Real-time video

Local video
W 14922

W 140.y-3

W 1404

66

# B6-V-1 Equipment
- 66-V-2

W 66-V-3

W 66-V-4

- 66-V-5

- 66-V-6

W 66-V-7

- 66-V-8

- 66-V9

- 66-V-10
B AT R Search equipment

nformation

Diagram 6-1

Degrdm
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Operation:
® Node:
Click to open the sublist.
Click = to close the sublist .
® Switch to live view:
Select a screen and double left click a camera to start the live view in this selected screen.

Or drag a camera/device/node to a screen to play.

® Device information: move the mouse cursor to DVR =# or |PC ol to show the device information like IP,

name, manufacturer and model.
@ Start talk: select a camera and enable the voice talk in context menu, click again to stop talk.
® Add to “Favorite”: select a node/camera/channel and add to favorite in context menu.
® Playback interface position: Select a camera and position it to the playback interface by context menu.
® Set “Playback before”: Setting—>Local Set—>Other
® EMap position: select a camera and position it to the EMap by context menu
@® Search: input device name or IP to search
® Context menu:

Right click a device to execute the operations “add to favorite”, “timing”, “reboot”, “log in” and “config”

Camera List

Device List ﬁ

Add to Fawvorite Folder

Yerify Time
Reboot

Loginout

Diagram 6-2

Right click a camera to execute the operations “talk”, “add to favorite”, “go to playback” and “go to EMap”.

24



Camera List

Start Talk
Add to Favorite Folder
Flayback Interface Fozition

134-V-7
# 134-V-8

Diagram 6-3

6.1.2 LIVEVIEW

Play the live view in selected window or drag a node or a device to a window to play. (See “Diagram 6-4”) .
IMS20C

01-66-V-1 2001-03-24 19715547 2011032471813 45_

21878 X1

Camera 02
04-149-V-2 20032481 9316203

2742

Camera 03 < Camera 04

1 O H B B B E B B @ F @ B x

-, Y Gaery (% m By v siake

Diagram 6-4
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[Q Introduction:

1. the device with green spot refers this camera is in live view mode.

2. Select a window, the corresponding camera will be marked automatically.
3. Drag to change the screen position; double left click to maximize the image(single screen), double left click to go

back.

Screen context menu: (See “Diagram 6-5").

IMS200

02-134-V-1 201150324 19:14:27 - e

218/8

Camera 02
1 O 8B B B BH H H B BE [ BB EH X

B il arn T Query ¥ M L[ i}

Diagram 6-5
Functions Description.
Control Explain
Window Show the window number
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\oice talk Start the voice talk(depend on the DVR function)

Snapshot Snapshot in live image

Record Save the video audio in local files

Output Set the output audio and color

Save Save the current window and camera as one task group

Save the current video in “Favorite”

Goto Position to playback or EMap
TV Wall Send image to TV wall
Close Close the selected window
Form 6-1
6.1.3 RECORD
Click the

[Setting]—>[Local Set]—>[Record].

[L] Introduction : ==+ in recording, E=El device, Ez channel

6.1.4 SNAPSHOT

Click {nafdhetyideacontext menu to save one single im
Path: Setting —> Local Set —> Record.
The default path: C:\Program Files\IMS200\PIC.

Save format: .bmp.

6.1.5 COLOR

You can modify brightness, contrast, saturation and hue in screen [context menu] —>[Output]—>[Color]. (see

“Diagram 6-6")

27
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134(134-¥-1)

Brightness J | .
Contrast & J 1_
Saturation & J 1_
Hue J E

’ Resume l ’ Default ]

Diagram 6-6

[Q Introduction: Resume: restore the last operation; Default: restore to the default status. This operation modify

the screen output but not the headend cameras.

6.1.6 VOICE TALK

select [Voice Talk] in the context menu to acc

[Q Introduction: multiple channels’ voice talk are unsupported. The voice collector in DVR is necessary for

apply this function.

6.1.7 GOTO

Playback: play the 10 minutes before record. Lt ‘efeal Get'10 mins, you ¢

“Others”—>“Playback Before” )

EMap: go to EMap which the camera belongs.

28



6.1.8 TV WALL

TV wall is supported, contact with the technical support staff for further information.

6.1.9 PARTITION

Partition options are first window, 1, 4, 6, 8, 9, 10, 13, 16, 20, 25, 36 windows, see “Diagram 6-7".

1T O H B H BH H BH B B 5 3 =E

Diagram 6-7

[Q Introduction: the default partition is 4 windows

6.1.10 FULL SCREEN

Full screen icon is (see “Diagram 6-8")

01-66-V-1' 201/1-03=24 19517530000 ()9_134-\/-13 2011=03=24119:15:28

218/8 X1

Camera 02

04-149-V-2 201=03= 248119517546

1 0B B B B B 8B B E @ B B x

B Marn 3 Query % e Wiy Dev State

Diagram 6-8
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[L] Introduction:

1. the right side toolbar pop up as cursor move into this zoom, hided as cursor move out.

2. the bottom toolbar pop up as cursor move into this zoom, hided as cursor move out.

3. click “Esc” to exit.

6.1.11 CLOSE ALL WINDOW

Click n to close all screens.

6.2 QUERY

“Query” include “Playback”, “Download”, “Search” and “Alarm Show”.

6.2.1 PLAYBACK

Click bankdrintetfape{see tHibgrayn 6-97) .
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Pl atack ¥ Dounload

2011-03-24 191057 E20E03=24p1195110259

Ll 149-\-2
* 149-V-3
* 140-V4

# 66-V-1

* 66V-2

# 66-V-3

# 66-V-4

# 66V.5

# 66-V-6

* 66-V7

# 6618 -

# 66-V.9 < ) 7478 , X1

# 66-V-10 : . )

# 66-V-11 _ 1 . ¥

® 656-V-12 | 3 3 20115032247 19:10:57
# 66-V-13 [
# 66-V-14

# 66-V-15

# 66-V-16

218/8

Camera 03" Camera 02

EH o e 11k » | p B R % Slice o

=) h
External B 19h10MmS9=

Diagram 6-9

Select a camera in “Organization” —(alkeldexitee Platfocai)and “type”(all, external alarm,
motion detect, general record)—>double left click the date to list all records of that day (the time band with color
refers the different record types in that period). You also can choose any time period by dragging, see “Diagram

6-10”.

1 20

omonmom

14h14m3I2=

External General B

Diagram 6-10

Green: General Yellow: Motion Detect Purple: External Alarm

Select the hour and minute separately and play that record.
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Click E to synchronize four windows’ record time with the selected specific window

[Q Introduction: the prompt as “Diagram 6-11" will pop up as the search is failed.

Diagram 6-11

“Diagram 6-12" shows the playback toolbar

paparazzi suspended Quick put MNext frame All stop  slice audio Broadcast information clew
A ! -~ /’ Fi

"‘-._ \I\ \ \\ . HR_\"“—-.
full-screen video broadcast Slow play stop Synchronous broadcasting
Diagram 6-12

fast: 2, 3, 4, MAX times faster playback

slow: -2, -3, -4, MIN slow playback

EE-‘-_--: ord list

All the searched record results list in

, see “Diagram 6-13".
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2011-03-24 T9E0F04

20578 A B e
Camera 02 -
2O E 32419501540

Camera 03

External B 1Sh1ma0=

Diagram 6-13

The record with blue color is the one in playing.

Double left click a record in list to play.

Double left click a window to switch to full screen mode (see “Diagram 6-14") and click again to exit.
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I?‘_.q M armShow

MFlayback i Download % Search

Organization Record list 201 1 _03_24 1 g : 01 :

]

B ® J >

o

2742

Camera 04

EH a e 11 F » = p

o S

1Sh1m31=

Diagram 6-14

6.2.2 SLICE

Click to operate on the records which have been searched out in the following interface. See “Diagram 6-15”
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ML aback ¥ Tounload OF -

Before Time BEDGEGREEN After 10Min  Interval 1Min

Diagram 6-15

1. Toolbar

The operations include snapshot, pause, play, fast, slow, single frame and stop.

Define the slice duration and its previous or after time period. There are 1, 2, 5, 10, 15, 20, 30 mins time length for
selecting.

Note: the slice toolbar function and operation are similar with the records playback toolbar. Please consult that for
reference.

2. Bottom slice image

Click as you set the slice duration and previous or after time period. The system will automatically run

the slice process accourding the setting. See*Diagram 6-16”

35



18:50:00 18:51:00 18:52:00

Diagram 6-16

The first eight slice image will be illustrated on the bottom. If the slice pictures are more than eight, there will be a
floating arrow for scroll display.
3. Side slice image

Left single click image, the pic will be enlarged and display the previous and next slice image at the same time. See

“Diagram 6-17”

285-8

Camera 01

28578

Camera 01

28578

Camera 01
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Diagram 6-17

The selected image is displayed in the middle, the other two image are put as the time sequence.

4. Playback

Double left click the slice image to playback the record video from the time point of this slice. See “Diagram 6-18”

205-8

Camera 01

2685/8

Camera 01

205/8

Camera 01

2858

Camera 01

e

Foi
e

18:51:00 18:52:00 18:53:00 18:54:00 18:55:00 18:56:00 18:57:00

Diagram 6-18

5. Menu

Exit the video slice and switch to playback, download, video search and alarm page.

6.2.3 DOWNLOAD

i Downleoad

Click to turn to the [Download] interface. (see “Diagram 6-19”)
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15:00:00 evice General 84375
15:01:36 General 340

16:00:00 evice General 158288
17:00:00 j General 220079
18:00:00 evice General 216489
19:00:00 General 222250
19:33:21 evice General 126080

N o e N 2=

# 140-V-1
# 1402
* 140-V-3
# 140-V-4

16:00:00 ¢ KJd 17:00:00 %

Diagram 6-19

Select a camera in device list first, then define the record “source” (all, device, platform) and “type” (all, external

alarm, motion detect, general record), at last double left click the records date to get the search results list. Select the

record in the list directly or select by time that operate in the time slider. Right click or double left click to start the

download. (See “Diagram 6-20")

Freis

Diagram 6-20

Set the records path in [Local Set] interface, the record format is “.dad”.

“Diagram 6-21" shows the record loading progress.

| 4 16:00:00 17:00:00 Device General 220079 loading |-:

38



Diagram 6-21

Input the start and end time, click to download all the records in this period. Click to stop download. (See

“Diagram 6-22")

16:00:00 = K 23:00:00 & Start

Diagram 6-22

[Q Introduction: you can not download and playback the same channel records at the same time. The system

will stop the playback automatically when you start downloading.

6.2.4 SEARCH

Click to turn to the interface like the “Diagram 6-23” shows.

2011203724 19:12:46 _

factory
office

218/8

Camera 02
0:00:00

End Time: 2011- 3-24
NO

20110324 19:38:47 20110324 19:38:48 root(1)_134(1004)_134-V-1(0)_193847 bmp Snapshot
2011-03-24 19:38:56  2011-03-24 19:38:58 root(T)_134(1004)_134-V-1(0)_193856 bmp Snapshot
20110324 194243 20110324 194244 root(T)_134(1004)_134-V-1(0)_194243 bmp Snapshot
20110324 194251 A1 1403-24 1947-57 mati1l 13411004 134-V-100 194251 hmn Snanshnt

Diagram 6-23
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Select a node or a camera in device list first, then define the “start time”, “end time”, “file type” (voice talk, local
record, snapshot file, download file) and “user”, at last click [Search] to

can play a record by “Play” button or double right click it. (See “Diagram 6-24")

4 e —
o e !
x'f x‘/ / e e i
i g " _—

Video file opens local  suspended Quick put Former frame backward Continuous play audio

/ . \ % T o = . ™

) | by . M
paparazzi broadcast Slow play Former frame forward stop Broadcast progress bar Broadcast information clew

Diagram 6-24

You can recycle play the video records but not the snapshot file.

6.2.5 ALARM SHOW

Click to turn to the interface like “Diagram 6-25".

Date |[FUISCEEBEENNEA Start Time (LGRS End Time 235959 3

User  system Alarm Type Al Status NotConfim

No. Event Description Lelate i Disappear 1
Alam(Device Disconnect)! Device: 66 MotConfirm(Exit) 20110324 151553 20110324 1
Alam(Device Disconnect)! Device MotConfirm(Exit) 20110324 15:18:12  201103-24 1t
Aam{Device Disconnect)! Device NotConfirm/(Exit} 2011-03-24 1520:23  2011-03-24 1
Alam(Device Disconnect)! Device NotConfirm(Exit) 20110324 152303  2011-03-241
Alam(Device Disconnect)! Device MotConfirm (Edt) 20110324 15:30:33 20110324 1
Alam(Device Disconnect)! Device NotConfirm(Exit) 20110324 15:32:35 20110324 1
Alarm(Device Disconnect)! Device MotConfirm(Exit) 2011-03-24 15:35:41 20110324 1
Alam{Device Disconnect)! Device: 66 NotCorfirm (Exit) 20110324 1550:03  2011-03-24 1:
Alam{Device Disconnect)! Device: office MotCorfirm(Exit) e 201103-24 1624:15
Alam(Device Disconnect)! Device: factory NotConfirm(Exit) 20110324 16:24:16
Alarm(Device Disconnect)! Device: office MotConfirm(Exit) 201140324 16:50:41
Aam(Device Disconnect)! Device: factory MotConfirm(Edt) 20110324 16:50:42
Alam{Device Disconnect)! Device: 66 MotConfirm(Ext) 2011-03-24 16:50:43
Alam{Device Disconnect)! Device: office MotCorfirm{Ext) 2011-03-24 16:58:39
Alam(Device Disconnect)! Device: factory MotConfirm(Exit) 2011-03-24 16:58:40
AMam{Device Disconnect)! Device: 66 NotCorfirm (Exit) 20110324 16:58:41 201103241
Alam(Device Disconnect)! Device MotConfirm(Exit) 20110324 17.04:06 20110324 1
Alam(Device Disconnect)! Device MotConfirm(Exit) 20110324 17:.08:41 201103241
Aam{Device Disconnect)! Device: 66 NotConfirm/(Exit} 2011-03-24 17.10:32 20110324 1
Alam(Device Disconnect)! Device: 66 NotConfirm(Exit) £ 20110324 171446 201103241
Alam(Device Disconnect)! Device: office MNotCorfirm f 201140324 19:40:30
Alarm(Device Disconnect)! Device: factory NotConfirm 20110324 19:40:31
Aam(Device Disconnect)! Device: 66 MotCorfirm g 2011-03-24 19.40:32
Alam{Motion Detect)! Device: 149, Channel: 143-V-2 NotCorfirm 20110324 194052 20110324 1
Alam(Mation Detect)! Device: 149, Channel: 145-V-2 NotCorfirm 201103-24 194122 20110324 1t
Alami{Motion Detect)! Device: 149, Channel: 143-V-2 NotCorfirm 2011-03-24 194212 20110324 1
Alam({Mation Detect)! Device: 149, Channel: 1493-V-2 NotCorfirm 20110324 194244 20110324 1 -

»
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Diagram 6-25

Select a node or a camera in device list first; then define the “date”, “start/end time”, “user”, “alarm type” (all, video
loss,external alarm, motion detect, camera masking, device disconnection, host alarm) and “status™ (not confirm,
confirm); at last click[Search] to get the result list The number of the required records show in the blank

following the [Search] button.

6.3 ALARM

The system supports six type alarms (video loss, external alarm, motion detect, camera masking, device
disconnection and host alarm). As soon as the alarm occur, the related device will automatically position and make

reaction to the alarms. The alarm relate include sound, video, EMap, TV wall, output (SMS, voice message).
Click to pop up the interface like “Diagram 6-26".

List Information Device Info

Tewice List Device List Type
=134
A8 s o i O I Y
o e ool | [ [ [ [ [ [ |
N = =1 [ )
,
.
i
# 134V56 ' 66

Alarm Detail Information

Mo. Flag Time Status Event Description

| 16| | 2011-03-24 194723 Alarm{Mation Detect)! Organization: roat.

| 15 | 2011-03-24 13:47-06 Alarm({Motion Detect)! Organization: root .

[ 1a] | 2011-03.24 194648 Alarm(Motion Detect)! Organization: roat.
13

2011-03-24 19-46-32 | It Confinl Alarm{Maotinn Detert W Omanization- mat

Diagram 6-26

41



Top: toolbar (See “Diagram 6-27")

Pratef:tlon |_Jlar1 .l'\.arrf ImkE_lge Equipment
configuration configuration name minimize  Full screen  closed

*, /s \\ / - T
Alarm zoning  Save as alarm Alarm global  Stop all Device Protection Configuration Configuration
configuration partition allocation linkage ist status import derivad

Diagram 6-27

Stop all relate: stop all alarm relates
Import: import alarm configuration
Export: export alarm configuration

Confirm: confirm the alarm and stop all relates

—
Click to change the device information format. Double left click a device to illustrate all the sub channels.

You can rank the listby  [ewv Jon(8ge “Diagram 6-28”)

Kan Contiz - pim n KTari TeTare i‘\’ fn 0 Config Manager (o8

List Information Device Info[48] First Tp Town  Last

134

root 134-v-1 34 134-v-1 134-v-2 134-v-2 134-v-2 134-v-3
134 3 134 134 134 134 134
root root root root root root root

34-V-2
15275—3 134-v-3 134-v-3 134-v4 3 134-v-4 134-V-5 134-V-5 134-V-5
1344 134 134 134 ) 134 134 134 134
134.V.5 root root root root root root root
134-V-6
- 1347
-# 134-V8 134-V-6 134-V-6 134-V-7 134-v-7 134-v8 134-v8
. 124 134 } 134 134 134 13
root root root root root root root

124-v-8 134-A-1 3 134-A-3 134-A4 134-A-5 134-A-6
134 134 3 134 134 134 134
root root root root root root root root

149
134-A8 root 149-V-1 140-v-1 149-v-1 149-v-2 149-v-2 149-v-2
134 149 149 149 149 149 149
root Armi2 root root root root root root

149-v-3 149-v-3 149-v-3 1994 149-v4 149-v4 149-A-1 149-A-2
149 149 149 149 149 149 149 149
root root root root root root root root

Alarm Detail Information

Bl i e som Confirm
Ma. Flag Time Status Event Description
[ 19| | 20110324 19:48:59 Alarm(Motion Detect)! Onganization: root. Device: 149, Channel:
[ 18] | 20110324 19:48:16 Aarm({Motion Detect)! Organization: root. Device: 149, Channel:

| 17| | 2011-03-24 19:47:44 [kot Confin| Alarm{Motion Detect)! Organization: root. Device: 149, Channel:
16 2011-03-24 1947 73 | kot Confinl AlarmiMolion Detect W Omanization: mot Device- 149 Channel -
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Diagram 6-28

Left: device list and alarm detail information

Right: device information

1 3 R 5 134-V-1 134-v-1

. __—1| 134 T
- - - elate Irawvlew -
Right click on the alarm icon ( mm&  Eelate Freview  mmiOr ) and preview the

relates.

Save to Alarm Task D e

1 I T 1 By Hame

Right click the blank to save the current status as an alarm task (8

or choose a rank type.

Bottom right is the event list. Click . deploy the event list, like “Diagram 6-29”.

Alarn Confige  pi {9 Marn Relate v [N] O 8 - —
List Information il X . = o Confirm ALl Confirm
Mo. Flzg Time Status Event Description
| 22| | 2011-0324 19:51:20 Alamm(Mation Detect)! Organization: oot. Device: 149,

[ oS 15555 | i Bl Do Gt ot osoe 185
| | 2011-03-24 19:49-30 |lot Confin| Alarm(Motion Detect)! Organization: root. Device: 149
| 19| | 2011-03-24 19:48:59 |lot Confin| Alarm(Motion Detect)! Organization: root. Device: 149,
| 18| | 2011-0324 19:48:16 | lot Confin| Alarm(Motion Detect)! Organization: root, Device: 149.
| 17| | 2011-03-24 19:47-44 |iot Confin| Alarm(Motion Detect)! Organization: root. Device: 149.
| 16| | 20110324 19:47-23 ot Confin| Alarm(Motion Detect)! Organization: rool. Device: 149.
(35 || 20110324 19.47:06 |1ot Gorfr] Alam(Molon Detoct)l Orgerszafion oo Doy
| 14 | Alarm(Motion Detect)! Organization: root. Device: 149,
| 13| | 2011-03-24 19:46:32 | lot Confin| Alarm{Motion Detect)! Organization: root. Device: 149.
| 12| | 2011-03-24 19:45:20 |lot Confin| Alarm(Motion Detect)! Organization: root. Device: 149.
| 11 ] Alarm(Motion Detect)! Organization: i
[0 || 20110324 19.44:26 [1ot Corfr] Alam(Moton Detec)l Orgerszston:

| 9| | 2011-03-24 19:44:08 |lot Confin| Alarm{Motion Detect)! Organization: root. Device: 149,
| 8 | | 2011-0324 19:43:35 | lot Confin| Alarm{Motion Detect)! Organization: root, Device: 149.
| 7| | 2011-03-24 19:42:44 |iot Confin| Alarm(Motion Detect)! Organization: root. Device: 149.
Alamm(Motion Detect)! Organization: oot Device: 143.
| 5 | | 20110324 19:41:22 | lut Condin| Aevm{Malion Datect)! Ovgarézztion:
| 4 | [ 20110324 19:40:52 |lot Confin| Aamm(Molion Detect)! Organization:
| 20110324 19:40:32 |

Alarm Detai Information
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Diagram 6-29

Alarm configuration steps:

1. Task

There are FOUR methods to set task. The task icon will be in green as you set the task.

@ manually right click on the camera/device/node to enable or stop the tasks.

@ Select the alarm type in device list, e.g. set the task for all the devices and alarm type of “134” group.
® rightclick on the alarm icons -- =Ml N , [ | , EX t0enable or stop the tasks.

@ setatask first and tick the items. This is the most convenient way to set the task.

Plan the time periods for different tasks. Please refer 6.3.1 TASK CONFIG, 6.3.2 PLAN CONFIG

[Q Introduction: stop task is the same method as enable it.

2. Global config , please refer chapter 6.3.4 GLOBAL CONFIG

3. Relate config, please refer chapter 6.3.3 RELATE CONFIG

After you set the task, global config and relate config, the alarm icons on screens will be in red as alarm occur. The
alarm relates are:

® Sound: enable the function and select a audio file (format: .wav)

® TV wall: enable the function, the alarm video will be send to TV wall as the alarm occur.

® Alarm interface: enable the function, the alarm interface will pop up as the alarm occur. (See “Diagram 6-30")
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Alarm Config = B telate i;\_ _P' n

List Information Device Info

Device List Type

=134 Motion Detect
Video Loss
Camera Masking
External Alarm
Motion Detect
Video Loss
Camera Masking
External Alkrm
Motion Detect
Video Loss
Camera Masking
External Alarm

= factory Motion Detect
Video Loss
Camera Masking
External Alrm
Motion Detect
Video Loss
Camera Masking
External Alarm

Alarm Detail Information

Confirm

Ma. Flag Time Status Event Description
23| | 2011-03-24 195148 | ot Conlin] Aarm(Motion Detect)l Organizatin
arm(Motion Detect)! Organization
(31 || 20110324 1950:07 | Corfn] Arm(Metion Detect) Orgarszaton
20

2011-03-24 194930 | ot Confinl AlarmiMotion Detect W Omanization

Diagram 6-30

Relate the alarm video, support maximum 4 channels. (See “Diagram 6-31")
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Marn Confic e P : Mlarm Relate |§| L 0 i =

List Information 01-66-V-1 ZOMI- 03 2109t 37

Device List

& root a8

Alarm Detai Information
Motion Detect

Relate Tetect 0ss ost iceo Confirm A1l Confirm

Red Flag

Diagram 6-31

On the popup screen, you can find a voice talk icon to apply this function. (See “Diagram 6-32)

Sent to the main window upshifting Alarm confirm

2 \
\ 1
b b
A bt
Speech talkback Send video matrix down
Diagram 6-32

[L] Introduction:

1. the on playing relate video corresponding with the flag alarm record.

2. double left click the alarm record to check the relate video when there are more than one alarms occur.
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3. turn to the next or previous video by down and up icon.
4. click “Confirm” to end the video relate.

5. double left click to full screen this window.

The alarm icon will show on the screen as the alarm occur

03-134-V- 20035 2R 002T47]

Camera 03

Diagram 6-33

=2: Motion detect; [l - video loss; Il : camera masking; Il : external alarm

If you set the alarm relates EMap, the map with alarm indicators will pop up when the alarm occur. (See “Diagram

6-347)
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'\.;T%:ygal Falls istiques
X .‘-.‘I |ron Moum_ i

-

2 AICHIGAN]

sl

Diagram 6-34

@ SMS output and talk output are selectable. Alarm records will be sent to your phone by SMS or output by sound

device.

[ﬂ Introduction: you have to install DMSS and alarm output software for alarm SMS output.

6.3.1 ALARM TASK CONFIG

Click A =ﬂTask Config] to pop up the interface as “ Diagram 6-35”.
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Task Config

X)

Title |Task1 | Mew Madif Delate
Davice List Alarm Task
ﬁ root Mo,  Device Channel Detact Loss Cover External
o 'i'_';,é“ly - 1 1% 13441 /] [ |
o 1342 R T T
- 134-Y-3
HF 134-V4
¥ 1345
M 134-V-6
WF 1347
ME 134-V-8
-l 134-A-1
-l 134--2
-l 134-4-3
-l 134-44
-l 134-2-5
-l 134-8-6
-l 134-47
-l 13418
[ 149
- G5
[+ = factory
[-ws office
[ Save ] ’ Cancel ] [ Exit ]
Diagram 6-35
Click ‘buﬁmme lashslayththe edafigleaitten fisral arm task by
new task.
Click to edit and enable the alarm type.
Click [Delete] to delete a task.

[ﬂ Introduction: the running tasks are still valid after you restart the system.

6.3.2 ALARM PLAN CONFIG

Set plans to apply the tasks in particular time periods.

Click A mﬂplan Config] to pop up the interface as “ Diagram 6-36".
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Plan Config

Title Projectl a Deleta
Task List Plan Information
Taskl Task Mame | Start Ti... End Time
EEE Taskl 00:00 23:50
daec L

= Task3 00:00 23:59

Tackd 0o:00 23:59
[ Cave ] [ Cancel ] [ Exit ]
Diagram 6-36

Plans will be automatically canceled when all the tasks are canceled.

6.3.3 RELATE CONFIG

i
Click[Alarm] -> .[Relate Config] to pop up the interface as “ Diagram 6-37”.
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Relate Config

Device List Relate
& root ) Device Channel AlarmT... Sound | TW Wal Alarm EMap Camera Output
@"'%413 i E 1341 Detect ' 1
T 13402 add | || 134 13441 Bxtemal 1
45 134-V-3 56 6611 Detect i
€5 13404
A 2 vz bees 1 confo ot
- 134-V-8 = 145 1452 Detect 5l -_
&g 124 13442 Edemal 1 config  Output
€% 134V : -
-l 134-A1 L) s i 1 [config Output
134-4-2 66 66-A-1 Extemal 1 [Config Output
134-A-3
134-A4
134-A-5 [petect [ cover [ Loss
134-A-6

&

Diagram 6-37

Select the device in list and add it to the relate. (See “Diagram 6-38")

Relate Config

Device List Relate
ﬁ% root 5| Device Channel AlzrmT... Sound | TV Wall Alarm EMap Camera Output
= 134
w 13441 -
-4 134-V-2 add 134 134-A-1 Extemal i _
45 1343 = 56 861 Detect 1 [Config | Output
-HE 1344
e 134 1342 Detect 1 Confg  Output
€ 1346 = 149 14312 Detect 1 Config  Output
& 2t R D oo oumut
HF 134-V-8 i
- il 134-A-1 s e 25 1 Config Output
134-A2 65 6541 Extemal 1 config| Output |
134-A-3
134-A4
134-A-5
134-A-6
134-A-7
il 134-A-8
[ 149
s 149-y-1
- 149-V-2 &

Diagram 6-38

Tick the alarm type which include sound relate, TV wall relate, EMap relate and alarm interface relate.

Click the camera Diagrigl688%op up the window like “
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Eelate Window Config

Window Organization Device Channel Preset Light Auxl Aux2 Ope...
gy, N B BB
2 = e FEXR  Clean
PR 134V Clean
i ﬁ 134-y-2 -

Lo 134-V-3

M7 134-V4
- 134-V-5
ﬁ 134-V-6 [ QK ] [ Cancel ]
LoglR 134-U-F

Diagram 6-39

Click the Dingrar]6t4@Ynfigurate the SM S output and talk outy

Alarm Output Config

M. IP Port Telephone

[ Add ] [Delete] [ QK ] [Cancel]

Diagram 6-40

6.3.4 GLOBAL CONFIG

Click b‘\ﬂGIobaI Config] to pop up the following interface which include motion detect, cover,

video loss, external alarm, host alarm and disconnection alarm.

52



zlobal Config

Detect Cover Loss External Hast Discon

Config Info
Audio
Enable ]

AudioTest | | B

Duration ) after confirn l
Video

Enable IF]

Duration C ] 1 | |

Assist(e.qg. light)
Enable ]

Duration

Alarm Interface

Enable ]
Qutput
Enzbla ]

’Save] ’ Exit ]

Diagram 6-41

Audio: enable or disable the function. You can select sound and set duration.The audio format is WAV.
Video: enable or disable the video relate. Set popup video duration.

Assist (e.g. light): enable or disable the assist devices and set the devices start time

Alarm interface: enable the popup alarm interface

Output: enable or disable the alarm output

|

SMS and talk output.

Q Introduction: global config aim to the whole system. You have to enable the alarm relate and then set the
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6.4 PTZ CONTROL

Open the PTZ interface of authority camera to set step, zoom, focus, iris, preset, auto tour, aux and etc. Click

Ctrl Diagreen 6:d280lbar as “

FTZ Cizrl

ﬂ Foom

P
o Foous

Iris

Auto tour

Go preset

Diagram 6-42

[ﬂ Introduction: PTZ function is available for PTZ authority.

Description

[PTZ

Control

Explain

Direction key 8 | Up, down, left, right, upper left, upperright, lower left, lower right

direction

SIT Single click on screen and position this point to the centre
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Support 1-36 zoom infout function enlarge the selected screen by dragging bottom-up,vice
versa.(only controlled by mouse)
Simulate Enable the function,control the step and camera movement by simulate joystick.Scroll wheel
joystick control the camera zoom.
Step There are 1-8 degrees
Zoom Control the camera zoom
Focus Modify the definition
Iris Modify brightness
Preset When Pan/Tilt moves to the target position, input the preset number and save it.
Auto tour Auto tour lines
Aux Light on,light off
Form 6-2
6.4.1 PRESET
Click [PTRRESET] -> DSatwath 6rt8¥erdnput ghp up the prese

number, name and save this preset.

Auto tour A

;o preset Setup

Diagram 6-43
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S5et Preset [ZJ
Set Preset : 1
No. Title |
Title
Diagram 6-44

[Q Introduction: preset number is 1-128, the name could be in number, letter or symbol, the minimum length

is 16 characters.

Select a preset and click [Delete] to cancel it

Back to PTZ control, select preset form list like “Diagram 6-45” then click [GoTo] toc

Diagram 6-45

6.4.2 AUTO TOUR

Click [ACRUISE]-> DSatath 62465h up the auto tour window like “
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Click

Cruize Config

Cruise Mame [MewCurisel Me odif Delete
Preset Cruise
Mo. Title M. Title Stay time...
1 front i 1 front 5
2 parking 1|2 parking 5
3 door 3 door 5
Daown
’ Save ] [ Cancel ] ’ Exit ]
Diagram 6-46
Dhbgyvdmt6-4dd Your. (See “

Cruise Config

Cruise Name | | Me odif Delete
Preset Cruise
Mo. Title Mo. Title Stay time...
1 front
2 ki
.
Down
[ Cave J [ Cancel ] ’ Exit ]
Diagram 6-47
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(@ tour name, can be modified.

@) select preset in list and add it into tour by . The maximum presets are 100 in one tour.

) double left click stay time to modify, the limitis 3-6000 seconds. The default is 5 seconds.

@ select a preset in tour and click to cancel it from this tour.

®[Up] and[ Down] isused for change the presets sequence and the tour line.

® click[ Save] to complete the setting

The operation of [Modify] isthe same as add a new tour
[Delete] is used for delete a tour

Click [Exit] to quit

[L] Introduction: you can add several presets into tour at once.

In PTZ control, select a tour (See “Diagram 6-48") and click “Go Preset” to execute the tour.

LTiaDle

Diagram 6-48

[ﬂ Introduction:

1. PTZ is on working for dome or rotatable camera; it is useless for noormal camera

2. you need authorization to apply this function

6.5 MONITOR PROJECT

The operations in monitor project include task and plan config; pause and resume project; import and export; run

and stop tasks.
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6.5.1 TASK CONFIG

“Task” is the sub item of “Save” in screen contact menu. (See “Diagram 6-49”)

IMS200
01-66-V-1 2011-08=24720586:1045 1 n9_434-\/-1 2011-03-24 20:34:02

EE] Wi

202,26

Camera 02
04-149-V-2|

PTZ Ctrl
Moni tor

Setting
uzer—defined Tool

Device Running

Diagram 6-49

Add new task:

In the popup window, firstly input the task title and select the screen number (1,4,6,8,9,13,16,20,25,36), then select

the node or device and add it into the task sub item by, at last, click save to complete the operation.
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Task Config

Title |HEL’JT35k1 |Num|:|er %36 V|
Device List Task Subltem
A, root ~ [31 [ 32 | 33 ] 34 | 35 ] 28 | . _
T |21 [ 22 |23 | 24 | 25 26 |27 ] 28]20] 30
gt oo Jytid 2 Lo fue Las L Ly Lae Lo JL 20
€ 134-V-3 [ 2 | 3 & 3 68 | 7 g | ¢ | 10 |
13404 - Ma. Device Channel Camerz ID Stay fime(10-3600s)
& 134V5 el 1 134 134-V-1 100401 20
#5 134-V-6 2 134 134-y-2 100402 20
#1347 -Lln 3 1449 140-y-2 100302 20
_ 85 134--8 — 4 66 BE-\-1 100301 20
- 140
85 1491
#1492
#1493
_ 85 149-V4
- 56
#6641
& 66-V-2 v < | ?
[ Save ] [Cancel] [ Exit ]
Diagram 6-50

All the channel information is listed in the task subitem, like the device, channel, camera ID, stop duration

(10-3600s), preset (1-128) and stream. On the contrary, clisk | >> | to cancel the channel from tasks.

New: add a new task

Modify: modify the task configuration

Stay time: the default is 20 seconds. Double left click to modify the time between 10-3600 seconds.

Preset: double left click to add preset number
Save: save the configuration
Cancel: cancel the select item

Exit: quit this window

[Q Introduction:

1. there are maximum 100 devices in one task

2. select a node to add all devices in this node into the task

3. modity one stay time and apply this time to all in context menu
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6.5.2 PLAN CONFIG

“Diagram 6-51” is the [Plan Config] interface. Click “Add” and modify the plan parameter like title, task start/end

time. You can put the exist tasks into the plan.

Project Config

Title MewPlanl a alata
Task List Project SubItem
MewTaskl MonitorTask Mame |  Start Time
HEE:E NewTaskl 00:00

= MewTask2 00:00
NewTask4 NewTask3 00:00

MewTaskd
£ ¥
Save Cancel Exit

Diagram 6-51

Add several tasks into one plan, set the start and end time to make a cycle execution.
Modify: modify the plan configuration
Delete: delete a plan

Exit: quit this window

ﬂ Introduction: 1. there are maximum 100 tasks in one plan

In monitor project interface, tick the task to carry out.
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M l:ll'l.i tor PI‘ |:|_'i ect

Taslk

Flan

Fauze

Im por t

Export

Task

1 NewTask1
2 MewTask2
3 MewTaskd
4 NewTask4

Project
1 MewPlan1

Diagram 6-52

Pause: pause and resume the running project
Import: import tasks and plans list

Export: export tasks and plans list

|

import and export data.

Q Introduction: the monitor project configuration is keep in local. Copy the configurations between devices by
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6.6 EMAP

EMap is used for showing the alarm and device locations. “Diagram 6-53” shows the EMap interface

Map organizational

structure

-

<
g
T
o
3

NS AT

Diagram 6-53

Upper left: organize structure
Left bottom: screen
Right: map

There are camera icons, alarm icons and the next level map icons on the map window.

Double left click the next level map icon to turn to that map.

Single click the camera in organize structure to get the camera location on map. Double left click the camera in list

or on map to play the live view in left buttom screen.
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Diagram 6-54

Double left click the screen to turn to the full screen mode; double left click again or press “ESC” to quit.
[PTZ Control] : control the camera motion

[Talk] : talk with front —end device

[Send] : send the video to playback window

[Stop] : stop the video playing

B minimize the map

. full screen the map. The icon with green highlight in “Diagram 6-55" is the full screen quit button
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Diagram 6-55

B close the map

[ﬂ Introduction:

1. zoom in/out by scroll wheel

2. * :alarm occur m=a : camera unconnected . : device alarm occur . : device unconnected

6.7 DEVICE STATE

[Dev State] shows the current stream, motion detect, camera masking, video loss, external alarm states.

(See “Diagram 6-56)
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Device List Type 3 2 3 4 B 6 2 8 9 10 Akl 12 13 14 15 16 2]
Moton'Detect =2 B B B B B B =B
Camera Masking & &% & @ W T W
Video Loss = B [E [ [E [ [E [
il factory ExternalAarm ® @ @ @ ® ® @& @
Stream(kbps)
MotionDetect =% = = =2 =D =D O3 O3
Camera Masking & & & & 0& & & E
Video Loss = = = I
66 Bdemaldbrm ® 2# ® @® @ @€ # # @& @& & & & & & @
1575 Stream(kbps) 1575
MotonDetect = =B =3 =2 2B 23 3 =S 2B 3 3 2B 2B 3B =3B =
Camera Masking & W & W W W& & W W W L W W
Video Loss fE__te [ [ fi 9 (n (m fed o il [ [ fE el e
134 [Bxternalabrm EX [Y EX EX DY Oy o gy 0 [ | [ [ | | ]
1035 Stream(kbps) 551 484
Motion Detect =% =2 2D O O O=2 D =
Carmera Masking & & & & 0 & & E
Video Loss = = = = [ = [E [E
140 External dlarm @& @ 2 #® @
497 Stream(kbps) 497
Moton Detect =% = = =
Camera Masking & & & &
Video Loss . B B 13
o
Diagram 6-56

1-16 is the channel number; : motion detect L - camera masking ' :video loss ® : external alarm

[ﬂ Introduction: green icons refer the function on; red is the alarm indication.

6.8 USE-DEFINED TOOL

Click in [dégined Tool Jto check.
6.9 DEVICE RUNNING

(D hard disk status( 4~ enable,
recording status

(See “Diagram 6-57)
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Device Running

149
10.12.1.149

ZEno

Recording
R e e

Det Alarm

Ext Alarm

Diagram 6-57

6.10UPPER RIGHT ICONS
6.10.1 MINIMIZE

Click E to hide the interfacell

6.10.2 FULL SCREEN

Click E to switch to full screen mode.
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6.10.3SHUTDOWN

Click to pop up the shutdown window. (Diagram 6-58)

s B

Licen Llodk  SwitchOn  Exit

Cancel

Diagram 6-58

Licen: get the licenced authority by inputting the password.

Lock: lock the system. You need the password to unlock it. (See “Diagram 6-59)

Input Password

Diagram 6-59

Switch On: the system will reboot as you click the “Switch On” button, then input the new username and password
to login by the new account.

Exit: exit the system.

[L] Introduction: Allocate ahthority by the “system” account and reboot the system. You have no authority

except live view monitoring in the first login. Set authority and password for further operation.
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6.11CPU & NETWORK

e NET:DLDDNNNNI

CPU :wave range refers the CPU utilization

NET: . refers net block

6.12DATE & ALARM & LOG

Display the time, date, and alarms

Click alarm number to get the alarm configuration interface, see 6.3 ALARM.

Click date and time to pop up the system log interface.
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7 SYSTEM SETTING

There are local set, modify password, log, update, screen out, virtual keyboard, license and admin config options in
[Setting]. (See “Diagram 7-1")
Setting
Log
e Localset
 hdmin Confiz
¢ Inport

- Export

Modi fy Fazzwourd

Licenzs

Diagram 7-1

7.1 LOG

Log records the account event, operation and alarm information.
Search and download the records according its time, type, device and username in [LOG] inte

“Diagram 7-2”
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Log—=y=sten

s v

By Device:

Start Time |2u11- 324 v | 0:00:00 %

By User:

End Time |2011- 3-24 v|23:59:59 :|

= Al

| check | ’ Export ] ’ Clean ]

Ma.
1011
1010
1009
1008
1007
1006
1005
1004
1003
1002
1001
1000
999
998
957
996
995
994
993
992
991
990
989
988
987
986
985
984
983
982
981
LN

£

Time

2011-03-24 20:39:59
2011-03-24 20:39:17
2011-03-24 20:39:17
2011-03-24 20:39:05
2011-03-24 20:38:03
2011-03-24 20:37:58
2011-03-24 20:37:53
2011-03-24 20:37:48
2011-03-24 20:35:40
2011-03-24 20:35:38
2011-03-24 20:35:36
2011-03-24 20:35:33
2011-03-24 20:35:23
2011-03-24 20:35:23
2011-03-24 20:35:23
2011-03-24 20:35:23
2011-03-24 20:35:23
2011-03-24 20:24:00
2011-03-24 20:23:32
2011-03-24 20:23:15
2011-03-24 20:23:07
2011-03-24 20:23:00
2011-03-24 20:22:49
2011-03-24 20:21:49
2011-03-24 20:21:41
2011-03-24 20:21:41
2011-03-24 20:21:41
2011-03-24 20:21:41
2011-03-24 20:21:41
2011-03-24 20:21:41
2011-03-24 20:21:41
M11-13-24 707141

Operation Type
Stop task

Stop video

Open task

Mew plan

Mew task

Mew task

MNew task

Mew task

Open Video

Open Video

Open Video

Open Video

Stop video

Stop video

Stop video

Stop video

Stop video

MNew alarm plan
Delete alarm plan
Mew alarm task
Mew alarm task
Mew alarm task
Mew alarm task
Delete alarm task
Stop alarm task
Channel cancel arm
Channel cancel arm
Channel cancel arm
Channel cancel arm
Channel cancel arm
Channel cancel arm
rhannel rAnrel arm

State
Mormal
Mormal
Mormal
Mormal
Normal
Mormal
Maormal
Normal
Normal
Mormal
Mormal
Normal
Normal
Mormal
Mormal
Normal
Normal
Mormal
Normal
Mormal
Normal
Mormal
Maormal
Normal
Normal
Mormal
Mormal
Mormal
Normal
Mormal
Mormal
Marmal

Event

ManitorTask Mame @
Device : 66 Channel:
ManitorTask Mame @

MNewTask3

MNewTask3

Project Mame : NewPlanl

ManitorTask Mame :
ManitorTask Mame @
ManitorTask Mame @
ManitorTask Mame @
149 Channel:
134 Channel:
134 Channel:
66 Channel:

134 Channel:
148 Channel:
134 Channel:
134 Channel:
66 Channel:

Device :
Device :
Device :
Device :
Device :
Device :
Device :
Device :
Device :

Alarm Plan Mame @
Algrm Plan Mame :
Alarm Task Mame :
Alarm Task Mame :
Alarm Task Mame :
Alarm Task Mame :
Alarm Task Mame :
Alarm Task Mame :
AlarmType :
AlarmType :
AlarmType :
AlarmType :
AlarmType :
AlarmType :

AlrmTune &

MNewTasks
MewTask3
MNewTask2
MewTaskl

Projectl
Projectl
Task4
Task3
Task2
Taskl
Taskl
Taskl

External Alzrm Device &
Maotion Detect Device :
External Alzrm Device &
Motion Detect Device :
External Alarm Device @
External Alarm Device &
Mntinn Natart Nawvira

66 Channel:
66 Channel:

148 Channel:
149 Channel:
134 Channel:
134 Channel:
134 rhannel:

findow Mumber :
findow Murmnber: 2
66-V-1 Main Window Mumber: 1
134--1 Main Window Mumber :
149-V-2 Main Window Mumber :
134-V-2 Main Window Mumber :
134-V-1 Main Window Number :
66-V-1 Main Window

66-V-1 Main Window Number: 1

149-Y-2 Main Window Mumber: 4
134-V-2 Main W
134-V-1 Main W

[}

R LD dson

Number: 1

66-A-1
66-V-1

149-A-
149-V-
134-A-
134-A-

134\

*

Diagram 7-2

v

[ﬂ Introduction: click

[ALL LOG] to getthe all records of the s

7.2 LOCALSET

“Diagram 7-3” is the [Local Set] interface. You can set record, display, system and some other parameter.
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Local Set [3_?]

Record ‘ Display | System | Others .§5creen I:Zlut Board Out

| | | | .
Record Path Deﬁurt(E:uMsznnumsznn_nE_E\FB [ Default ]
Download Path Deﬁurt(E:uMsznnumsznn_nE_EuB [ Default ]
Smapshaot Path Deﬁluh:l{E:‘-LIMSEEIIII'-LIMSEEIEI_BIS_E"LFB | Defaur |
Talk Path DeﬁutttE:uMsznnumsanu_315_EUB [ Default ]
Single file length &0 Minute(10-120)
Tak Save Clistart Up:

’ Cancel ] ’ Default
Diagram 7-3

7.2.1 RECORDING SETTING

Record (Diagram 7-3): modify record, download, snapshot and talk path, set the single file length and enable the

talk save.

7.2.2 DISPLAY SETTING

Display (Diagram 7-4): enable the toolbar and EMap’s device name, set the map size, log number and media transfer

protocal.
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Local Set &|
Record Display ‘ System Others | Screen Out| Board Out
Toolbar Start Up

EMap's Device Mame Showe

EMap's Minimum Size [ ] Maximal

Log Mumber 3000 Mumber(500-530000)
Mow:TCP
Media Transfer Protocal |TCF‘ VE
’ Cancel ] ’ Default
Diagram 7-4

[ﬂ Introduction: suggest UDP protocal for internal network; TCP protocal for Ethernet

7.2.3 SYSTEM SETTING

System (Diagram 7-5): set start screen mode (1\4\6\8\9\10\13\16\20\25\36), organization level, multi-window

config (main interface, query, EMap and alarm), auto task running config, and system startup mode.
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Local Set rr)_<|
1 |
Record Display Systemn Others iScreen Outii Board Qut
| | |
Start Screen |4 V|
Organization Level 0 (0-9) default 0 refers device level

Multi-wnd Config Mzin Mot Con || Query Mot Com %
EMap Mot Con || Alarm Mot Con [»

Auto Task running =N|:|t Config V|

System Startup Mode [ Full screen (] Exclusive

’ Cancel ] ’ Default

Diagram 7-5

Set the start screens as your requirement;

Set multi-level structure, like “country->province->city->street” 4 levels.
Enable the task auto running;

System startup mode: full screen and exclusive are alterable;

Multi-window config; take the four different operations meanwhile. See “Diagram 7-6”

74



Much screen schemes

Inquires the interface Map interface

Alarm interface
The interface

Equipped with IMS200 client console

Diagram 7-6

7.24 OTHERS

Others (Diagram 7-7): set playback forward time, interval, disparity, device running and language.
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Local Set rr)_<
I i | I
Record || Display || System Others iScreen Outgi Board Qut
. . I .
Plavback Befor 10 Minute(1-60)
Interval 0 Hour(default 0 refers not Verify Time)
disparity 0 Minuter(default 0 refers not consider disparity)
Device Running Record Detect
Cover Laoss External
| :
Language ;Enghs.h V|
Cancel ] ’ Default
Diagram 7-7

Introduction: suggest UDP protocal for internal network; TCP protocal for Ethernet

7.25 SCREEN OUT

To set the OSD background color and text color.

Diagram 7-8 shows the [Screen Out] interface



Local Set g|

Screen Out! Board Qut

Recaord Display System Others

0SD TextColor :

0SD Text Size : O Big ® Middle O Small
0SD Position = ®@upL Obpownlk Omiddle QOupr O DownR
05D Visible : (®)Enable () Disable
’ Cancel ] ’ Default
Diagram 7-8

Click “OSD BackColor” and “OSD TextColor” to set color
You can also set the “OSD Text Size”, “OSD Position” and “OSD Visible”

If OSD is visible, the information will show on the upper left, see “Diagram 7-9”

Diagram 7-9

77



7.2.6 VIRTUAL KEYBOARD

It is used with Net Keyboard, please consult technical support staff for detail.

=

Local Set X
‘ Record H Display “ System H Others !Screen Out] Board Out

Serial Comm P

Baud Rate 9600 v

Parity NONE v|

Byte Size E v|

Stop Bits E v|

T T
Diagram 7-10

7.3 ADMIN CONFIG

Click [ As¢eiiDiagrefing Y -1d enter the interface

2

System

Organization EMap

% Organization H & K |-Device | Users | [ g & 3
B 373 Orgarizational Structure Login Mame Alias User State
-amx root super sUper Activity
Diagram 7-11

There are “Organization”, “EMap” and “System” in [Admin Config].
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7.3.1 USERS & DEVICE

Click

Organization EMap System

g Organization u“

{ O follonting]irttefaice

& * Device |Users |

=

(= #=2 Organizational Structure
i -aus root

)

Device ID
1005
1004
1003
1002
1001

Device Name Device Type
149 DVR
134 DVR
1] DVR
factory DVR
office DVR

@

Diagram 7-12

Channel Count
4

8

15

g

8

Device IP
10.12.1.145
10.12.3.134
10.12.1.68
192.1568.0.195
192,1568.0.134

Manufacturer
TYPET

TYPEI

TYPEI

TYPE II
TYPET

%]

E e R

@ lists the organization structure. You can add, modify and delete nodes here and click a noke to open the

sublist

éraiby the “system” account has the authority to op

@ contains the users and device parts. You can add, modify and delete users and device here.

1. Users

(DA dd: selecta node and click H to pop up the following interface

User Name: || | = Certificate | |
Mumber:
User Alias: | | « Handler; | |
Password: | | Handler Tel: | |
Confirm: | | Contact: | |
User State: F it Contact Tel; | |
Certificate B{5iF Address; | |
Type:
Diagram 7-13

(2M odify: selecta user and click ¢ iconto modify user information

(3)License: the [D evice List] Diagram 7-14) will pop up when you select one user Tick the device or channel to in

the list to authorize and click H to save the modify.
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All Dewvice Lizt

& []z== Organizational Structure
&-[Ja== root
- [v] = office
&[] factory
E|"- &6
E|"- 134
E.|"- 149

E3)

Diagram 7-14

(4)D elete: selecta userora device you w antto delete and click *

2. Device

(DA dd: selectan organization node and click 11 to add device in this node. Input the device data in popup window
and click to finish the process (the “Devic:

according to the device IP. YDszgram 7-15”
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Device I 1008 [

Device Type: | DVR v |

Device Manufacturer: [yp 1 v

Device Name: | I

Device Description:

Device Model: | |

Device Channel Count g E
Alarm Channel Count: |u | *

S RTINS
Device Part: (3000 I

Login Name: [acmin |

Password: | |

Diagram 7-15

(2M odify: selecta device and click icon to modify the information

(3)D evice Inform ation: the interface w hich contains [D evice Inform ation], [V ideo Channel] and [A latm C hannel]

will pop up when you select a device. See “Diagram 7-16”
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%]

Device Information | Video Channel || &larm Channel |
D Channel ID Channel M... | Camera Type
100401 1 134-v-1 Dome Camera
100402 2 134-V-2 Camera
100403 3 134-\-3 Camera
100404 4 134-V-4 Camera
100405 9 134-V-5 Camera
100405 =] 139-V-& camera
100407 7 1347 Carmera
100408 8 134-V-8 camera
Remate Canfig
Diagram 7-16

Diagram 7-16 is the [Device Information] interface

Diagram 7-17 is the [Video Channel] interface

Device Information |} Yideo Channel §| alarm Channel|
D Channel ID Channel M... | Camera Type
100401 1 134-y-1 Doame Camera
100402 2 134-y-2 Camera
100403 3 134-v-3 Camera
100404 4 134-V-4 Camera
100405 5 134-y-5 Camera
100405 & 1346 Camera
100407 7 134-v-7 Camera
100403 3 1343 Camera
Remote Canfig
Diagram 7-17

Double left click a channel to pop up [Channel Information], see “Diagram 7-18”.

You can modify channel name and type in [Channel Information]. The camera type include camera, PTZ dome

camera and dome camera.
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x]

Channel Information

Channel ID: 100401
Channel Type:

Channel Mumber: |1

Channel Mame: | 134V-1

Camera Type: Daome Came [»

L Ok J [Cancel ]

Diagram 7-18

“Diagram 7-19” shows the [Alarm Channel] interface

| Device Information || Video Channel | Alarm Channel |

D Charinel ID Chaririel Mame

1 1 134-A-1

2 2 134-A-2

3 3 134-A-3

- 4 134-A-4

3 5 134-A-5

& = 134-A-&

7 7 134-A-7

g 3 134-A-3

Remote Canfig

Diagram 7-19

Double left click a alarm channel to get a popup window, see “Diagram 7-20”
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7.3.2 EMAP

Click

Channel Information

Channel ID: 1 |

Channel Type:

Channel Mumber: |1 |
Channel Mame: 134-A-1

X]

Camera Type:
L Ok J [Cancel ]
Diagram 7-20

EMip oCaetfiad wibdow as following
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G

MAAISCONSIT

Forward
Back

map

@

Organazation Elsp Systes

Return the first map

§ @ % [ Tore varagenens |

Return upper the || B

P o
TMICHIGAN

Two parts:

1

2

Diagram 7-21

. (Dis the management zoom for adding, modifying a

an@ilkathe amamamrtiaenosiadifiy tomaprsizid cameras

(1) Cancel ¢?: delete the unsaved node on map

(2) Save E: save the operations

(3) D elete . delete the records or camera on map

(4) Show device =% : pop up the device list and drag the camera or alarm to the map, click = to save the

operation. (see “Diagram 7-22")
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Diagram 7-22

(5) Show node : show the nodeson m ap, see Diagram 7-23”
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All Dewvice List

= i-i Organization Structure
E=-2== root
[+ - office
E|‘- factory
Iﬂ- 65
o 134

- 1341

Diagram 7-23

(6) Tick the node w hich you w antto place on m ap

(M) C lick

on low errightto open the sub-map, you can position on the sub-map. (see “Diagram 7-24")
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Organization EMap System

Lake

g EMap g @ };\3 Léyer i\‘laﬁagéméﬁt
— — - - ad TR s e

==z muisconsin M,{mg ?’;E/

{ .’_{"..-’" .

P

. 1 [show Channel's Name

T MICHIGANL " Y

i,

X

7.3.3 SYSTEM

Click

Diagram 7-24

[Ssgtam)7-@6&nter the interface as “

88



Organization FEMap System
g System
IFrame
Forced I Frame: IND v
Log
Maximum Retention Time: i} Months
Autharization
Authorization: [l
system password
System Password: | s
COMNS
Server IP Server Port Server Protocol
Diahua DONS Server 1: | 0.0.0.0 | !g | !g |
Dahua DDNS Server 2: | i A A | iU | iU |
Hik DDMS Server 1: B | |n | |0 |
; : T 1 1 1
Hik DDNS Server 2: B | |n | |0 |
Zeno DDNS Server L | 0o B il | (o | [a |
| |
Teno DDNS Server 2: | 0.0.0.0 | ig | ig |
(Effective after restart)
Save
Diagram 7-25

There are | frame, log, authorization, password and DDNS in system management module which is only showed by
“system” account login.

(1) I fram e: enable and inserta I fram e w hen start live view orplayback for in proving in age fluency.

(2) Log: log w illbe deleted as itexceeds the storage period lim itation.

(3) A uthorization : users are allow ed to operate in authored module.

(4) Passw ord: m odify passw ord by 4ystem “only

(5)DDNS :supportDDN S

7.4 INPUT/OUTPUT

Input and output the data of [SETTING] like local set, admin config and lo
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7.5 MODIFY PASSWORD

1. In [Modify Password] interface, type in old password and twice new pasword to modify. Modify the system

password in “Setting”—> “Admin Config”—> “System”—> “System Password”.

Login Password Config

OldPassword : |
MewPassword :
ConfirmPassword :

Diagram 7-26

2. Modify authorization password by input once old password and twice new one. Modify the authorization

password in Setting—>Admin Config—>System—>Authorization.

License Password Config

OldPassword :
MewPassword :
ConfirmPassword :
Diagram 7-27
7.6 LICENSE
Click [License] to enter the interface as following
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Licensze

x]

= [w]Main Window
=[] Monitor Project
[] Task
[]Pkn
[ ]Import&Export
=[] Query
[]Playback
[ Download
[]Search
[]alkrmshow
=[] Alerm Window
=[] Alerm Relate
[]Global Config
[]Relzte Config
=[] alerm Config
[] Task Config
[]1Plen Config
[ ]Import&Export
[]armoperate
[] Task&Plan
[]Emzp
= [w] Setting
[Log
[]Localset
[] admin Config
[ ]Import&Export
[7] SwitchOn

>

|

[ QK ] [ Select Al ] ’ Cancel

Diagram 7-28

Allocate users’ authority include task config (task config, project config, import and export); query (playback,
download, search and alarm show); alarm (relate config, global config, task config, plan config, config import and

export), EMap, setting (local set, upgrade, log, admin config), account switch and authority allocate.

[Q Introduction:

1. tick the authority items in “setting”—“onfig”—“system”. Restart the system to enable the configuration.

2. set authority in top right icons. The gray icon refers the authority is unavailable.

3. enable the authority at top right icons.
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8 APPENDIX A

8.1 FAQ

Q: The prompt “Video Open Fail” shows in live view or tour mode?
A: Probably reasonss:
1. the device breakdown.

2. can not get the streaming because of the network state.

Q: P/T/Z is incontrollable  ?

A: Probably reasonss:

1. ensure the camera has P/T/Z function
2.enable the P/T/Z function

3.configurate the compatible protocal and address code, check the 485 line

=="8re correct.
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