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Precautions

Power Supply

 If the DVR may not be used for a long time, it would be better to disconnect the power completely and unplug the power cord from power socket.

Safety

This DVR is an indoor equipment, and in order to avoid short channel or electric shock, it should not be placed in the rain or damp environment.  If any solid or liquid gets into the machine, please disconnect the power supply immediately.  And it can be restarted only after checked by qualified technicians.  

It is a sophisticated equipment, hence, in the event of any fault, the user should contact with distributors or ask for help from qualified technicians instead of repairing the machine by the user himself.

Fast Installation
Hard Disk Installation
In order to avoid damaging device and hard disk, hard disk installation should be done by professionals.  The electricity of DVR should be cut off before operation.  This device supports hard disk with SATA interface.  And hard disk of Seagate brand is recommended.
Installation procedure:

A. Disassemble the device and you will see a hard disk supporter;

B. Connect hard disk data line and power line;
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C. Put hard disk into supporter and aim the screw hole at supporter;
[image: image142.png]



D. At last, fasten hard disk to supporter by screws and cover.

Note: Newly-installed hard disk can not perform normal recording until it is formatted.
Installation
It should be installed horizontally.

Pay attention to the earthing of the outer casing.

Make sure a hard disk is installed in the initial installation.

Please avoid the live opening of the case and the live replacement of hard disk.
Hard disk at a high speed of 7200 revolutions per second is highly recommended.
In order to prevent the DVR from overheating, please select the appropriate installation site of good ventilation.  This machine can not be installed near heat source, such as radiator and air duct.  Besides, it can not be installed in places which are of direct sunlight or excessive dust, and are prone to mechanical vibration and impact.

All the following instructions are based on 4-channel DVR.

Chapter 1 About Product

1.1 Brief Introduction

DVR of this series is a digital surveillance product which is specially designed for the security field.  It adopts embedded processor and embedded operating system and brings in the most advanced technical achievements in IT field, such as video/audio compression and uncompression, large hard disk storage, TCP/IP network and so on.  It solidifies codes in flash, which makes the system more stable.  This device, at the same time, has the features of digital video/audio recorder (DVR) and digital video/audio server.  It can be both used independently and connected to form a powerful monitoring network.  It has been widely used for security in banks, telecom, electric power, justice, transportation, residential areas, factories, warehouses and sectors of water resources.

1.2 Main Functions
	Real-time 

monitoring
	With analog output interface and VGA interface, realizing monitoring function via

monitor;

1-frame/4-frame/8-frame/9-frame   monitoring;

Real-time display of video bit rate and space usage per hour;

Channel frames prompts channel status, such as video recording, dynamic detection, video loss, video blind and alarm triggering;

Local system log;
	Memory 

function
	2 SATA interfaces can be connected with 2 large-capacity hard disks;

Hard disk file consists of overwritten loop record and acyclic record;

Special format is adopted for data memory, which makes it unable to falsify any data and ensure data security;

	Compression

method
	Video compression format：H.264；

1-channel audio and video signals, voice and image keep stability and synchronization;
	Backup 

function
	Backup through USB interface (such as common U-disk or mobile hard disk);

Backup video files through DVD disc-carving machine;

Client computer can backup hard disk files by downloading from network;

	Video recording and playing function
	Multiplex; every channel can achieve independent/real-time video recording, 1-channel search playback, network monitoring, and video inquiry/downloading at the same time;

Many modes for video recording: manual, ordinary, timed, alarm recording, motion recording;  prerecording function;

Files recorded on the DVR can be played back through network;

Rapid search of video files and classification search of video types;

Many playback modes: slow play, quick play, frame-by-frame play;

The exact time of the event can be showed in the process of playback;
	Network operating function
	Remote real-time monitoring through network;

PTZ control;

Video inquiry and real-time playback;

Software upgrade and modification of configuration;

Remote alarm handling and system log examination;

Adoption of embedded TCP/IP agreement and embedded operating system which makes it possible to visit websites directly through WINDOWS own IE browser;

Management mode: adoption of enhancing user management and password to ensure that only legal user can log in; the permission of different users can be set according to different needs because of the flexibility and convenience of the management mode;

	Alarm linkage function
	4 channels for alarm input (alarm type can be set through normally open switch and normally closed switch);  functions of video loss alarm and motion alarm; warning facilities can be smoke detector, heat detector and infrared detector;

1 channel for relay switching value alarm output to conveniently realize alarm linkage and light control;

Protection channels equipped with alarm input and output interfaces prevent the main equipment from damage;
	Communication 

interface
	Special interface to realize alarm input and PTZ control;

Standard Ethernet interface to realize remote access;

	PTZ control
	Supporting PTZ decoder through  RS485 communication interface;

Extension of many kinds of decoding agreements makes it easy to realize PTZ control and dome control;
	Intelligent operation
	Friendly interactive interface and complete mouse action function;


Chapter 2 Introduction of Product Appearance & Structure

2.1 Panel

	Name of keys
	Description

	MODE
	Picture switching among 1-split screen, 4-split screen, 8-split screen, 9-split screen and 16-split screen.

	MENU
	Enter main menu.

	REC
	Enter recording control rapidly.

	PLAY
	Enter search interface of video playback rapidly.

	PTZ
	PTZ control.

	FN
	Recall the soft keyboard in editing mode;

Pop up context menu of the current preview channel in preview status;

Pop up context menu of the current playback channel in playback status.

	OK
	Confirm operation;

Switch editing areas (time, date, IP address);

Select/cancel current item in list;

Select/cancel check state of check box.

	ESC
	Close soft keyboard;

Close current window;

Exit the current control;

Go back to the previous menu.

	PAUSE
	Start playing in search status, play/pause control in playback status.

	STOP
	Stop playing.

	NEXT
	Play next video in playback status.

	PRE
	Play previous video in playback status.
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	Four direction keys to select control items;

▲▼ to select menu item of context menu;
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 to unfold/fold subordinate menu of context menu;

In PTZ status, control the rotating direction of PTZ.

	SHIFT
	Alternate function key.

	MUTE
	Mute key.


2.2 Remote Controller
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Operation of remote controller is the same as that of panel.

DEV：Press DEV, and then press number keys to input device number which is in accordance with host, and at last, press “OK” to save settings.  By operating like this, the remote control of this device becomes effective.

SHIFT：The current version does not support this key.

CLEAR: Clear the current selected area when setting covered and motion detecting areas.

Note: When there is more than one device in the same place, firstly define one and only device number for every device.  Otherwise, remote controller may, at the same time, control several devices which have the same device number.

2.3 Video Format

Set video format via video format switch on motherboard of the device.

PAL format status: [image: image5.jpg]



NTSC format status: [image: image6.jpg]



Chapter 3 Operating System Instructions

3.1 Starting up & Shutdown

Make sure that connected AC voltage is consistent with the requirement of DVR and the middle earthing terminal of power socket is well grounded.  After access to power, the device starts and 【POWER】 light is green.  After entering the system, RUN light on the panel normally flashes.  Press 【POWER】key for 5 seconds to make the device soft-off and the 【POWER】light will be red.  Restart the device by pressing 【POWER】key.

3.2 Preview

After normal start, directly enter preview screen.  System date, system time and names of channel will be shown on the preview screen.  Press corresponding number keys on the panel or click left mouse button to enter single image preview, then press “MODE” key on the panel or click left mouse button to return to multi-image preview.

3.3 Basic Operating Instructions of Menu

3.3.1 Enter Menu Mode

【MENU】: Enter main menu interface.  

【PLAY】: Shortcut key for entering playback interface.

【REC】: Shortcut key for entering manual record interface.
【PTZ】: Shortcut key for entering PTZ control interface.
3.3.2 Menu Item

Menu item mainly consists of the following categories:

(1) Check box: 2 kinds of status; “√”means effective, “□”means ineffective; press 【ENTER】/【↑】/【↓】or click left mouse button to choose.

For example, “Select Channel” check box and “Video Type” check box in file search menu page.

(2) Choice box: Select target content according to different choices in the dropdown list.  Press 【↑】/【↓】 or click left mouse button to select.

For example, “Memory Device” choice box in file search menu page.

  (3) List box: Display query results in the list to choose one for corresponding operation.

     For example, press 【ENTER】or click left mouse button to play selected file in playback query results list; click right mouse button to select/cancel file for easy backup of video files.

  (4) Edit box: Input name of target via edit box.

     For example, input numbers, English letters and Chinese characters via “Device Name” edit box in system configuration menu page.  

a) Press 【FN】or click left mouse button on “[image: image7.png]


”to switch input types, including numbers, capital or lower case letters, punctuation marks and Chinese input.

b) Press 【←】/【→】on the panel or locate editing area by mouse cursor, and then press “ENTER” or click left mouse button to activate input keyboard.  Select target characters by direction keys or clicking left mouse button.

c) Press 【SHIFT】or click right mouse button to delete previous characters.

d) Press 【MENU】or 【ESC】to exit edit status.

 (5) Button: It is used to perform a certain specific function or enter sub-menus.  Press 【ENTER】or click left mouse button to confirm operation.

3.3.3 Exit Menu Mode

Press 【MENU】/【ESC】or click right mouse button to exit menu mode and switch to multi-image preview mode.

Click right mouse button to return to previous page.
3.4 Main Menu

[image: image8.png]



Main menu pops up by pressing “MENU” key or clicking right mouse button.  The main menu consists of the following three parts:

Preview mode: Select corresponding preview modes.

Shortcut menu: It consists of shortcut menus of playback, manual record and PTZ control.

Main menu bar: Click main menu bar to enter menu pages of management tools, system configuration, log query and shutdown system, etc.
3.5 Playback

Click “PLAYBACK” in main menu bar to enter file search interface.
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3.5.1 File Search

Select channel: Select the target channel you want to search, click the check box to choose.

Video Type: Select the video type which needs to search. "√"means to be checked; "□" means not to be selected.
Duration setting: Input duration for searching video in the edit box.

Memory device: Select memory device in choice box.
Search files button: After setting the search criteria, click this button, then the system begins to search the corresponding video files, and enter the search results interface.
Note: If there are more than 4,000 video files that meet the search criteria, the system only shows the latest 4000 video files.  If you want to find newer files, please modify the search criteria.
Playback By time: Start playback of video material according to set start and ending time (without regard to video types).  Playback tool control refers to 3.5.3.

Backup by time: Backup all video files in the set time period to the designated memory device.

3.5.2 Search Results

After setting search criteria, click "File Search" button, then enter the search results interface.
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　Playback: In the search results list box, locate target file by pressing UP/DOWN key or moving mouse cursor, then click the "ENTER" key or left mouse button to start playing the file.
Page curl: Display searched video file by page, you can click "Previous" "Next" button or enter the target page 

in the page number box and click the "Go" button to curl page, and you can also scroll the middle button of mouse to go to next page.
Backup: In the search results list, locate target file by pressing UP/DOWN key or moving mouse cursor and then press the FN key or click right mouse button to select the file.  Select target memory device in memory device choice box, then click "Backup" button, and the selected video file will be stored in the target memory device.

Cancel button: Go back to previous menu.

3.5.3 Playback Tool Control

     When selecting the file playback or playback by time, it will enter the playback interface.
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Playback toolbar: In the bottom of playback interface, playback toolbar will appear, and you can click the right mouse button to hide / show toolbar.  When Multi-screen playback is selected , after hiding tool bar, you may zoon in or out corresponding channel video by clicking the left mouse button.

Stop Playing: Click [image: image12.png]


 button, the system will stop playing and exit the playback interface.

Pause / Play: Click [image: image13.png]


 button to pause, click [image: image14.png]


 to continue video playback.

Single-frame playback: When it is in pause mode, click [image: image15.png]


 to enter single-frame playback, and every click will make the frame play forward.

Slow play: Click [image: image16.png]


 to enter slow play, click again to set the slow-play multiples.

Quick play: Click[image: image17.png]


 to enter quick play, click again to set the quick-play multiples.

Previous/next: Click [image: image18.png]


or [image: image19.png]


button, every click will make the playback progress go forward or backward by 10%.

Mute/ sound: Click [image: image20.png]


or [image: image21.png]


can open or close the sound of playback files.

Playback status information: The right playback tool bar respectively shows: playback speed, play progress, played time, total time of video files.

Exit: Click "ESC" key or[image: image22.png]


 button to exit playback screen at any time; after finish playing, automatically exit the playback screen.

3.6 Manual Record

Click "Manual Record" in the main menu column to enter its set interface.
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Press 【Video / REC】 or click "Manual Record" in the main menu column to directly enter set interface of manual record.

Interface description of manual record:

Manual record interface consists of the following components:
Channel number: It corresponds to the video channel of the device.
Channel status: It indicates video status of the corresponding channel; green status light "[image: image24.png]


" indicates being not in the recording status; red status light "[image: image25.png]


" means being in the recording status.

Video status: When the status light is surrounded by a coil "[image: image26.png]


" "[image: image27.png]


" , it means that the corresponding channel opens the network video transmission.

When the system is in recording status (regardless of video type), "[image: image28.png]


" will show in the lower left corner of the channel preview screen, which means the system is recording.

Full enable / disable button: Click the button to stop or open the video settings of all channels.

Back: Click the back button, then exit manual record interface and return to the main menu bar.

Note: Only manual stop can stop manual start of video recording, otherwise the video would continue.
3.7 PTZ Control

Click "PTZ Control" in the the main menu column to enter it set interface.
        [image: image29.png]



The main operations of PTZ control are: directional control; horizontal sweep; zoom control; focal length adjustment; aperture adjustment; PTZ speed.

After switching interface, you can call the preset points; start / stop automatic cruise; wiper control; light control; auxiliary equipment control.

Note: The called preset points must be set up in advance, and for the cruise path setting method see 3.8.2.8 PTZ settings.  When the set cruise path number is less than 2 digits, please add 0 before the corresponding set cruise path number to make it be a number of 2 digits.
3.8 Menu

Click "Menu" in the main menu column to enter the main menu page, and one-level menu includes: administrative tools, system settings, log information, shutdown the system.
[image: image30.png]



3.8.1 Administrative Tools

It includes hard disk management, user administration, restore defaults, clear alarm, software upgrade, time settings, version informatione
[image: image31.png]



3.8.1.1 Hard Disk Management

SATA: It displays hard disk information of the current system, "√" means the success of the hard disk test; "X" means no hard disk detected.
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Hard Format: In the hard disk select box, select the target disk, and you can view the information of corresponding hard disk, click "Format" button to enter confirmation page, click "OK" button to begin formatting; after the hard disk format is completed, the hard disk can be used normally.

Note: Stop all recording before hard format.
3.8.1.2 User Administration

Create users, add users, delete users and modify user information. (Users except Admin have no right to set other users.)
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Create a new user

Enter the "User Administration" interface, click the "Add" button to enter adding user interface.
1 Enter the new user name

In the User Name edit box, enter a new user name (such as the user).

Note: for input methods, see 3.3.2 (4) edit box

2 Set the new user's password

In the "Add User" interface, select "Set Password" button, enter the password setting page, and directly input the new password which is less than six figures.

3 Set new user's permissions

In the "Add User" interface, set the operating permissions for the new user by choosing corresponding functions in the check box, and "√" means that the new user has the permission, "□" means that the new user does not have the permission.

4 Save settings

Click "Confirm" button to save the settings, "Cancel" means not to save.

Modify user

Enter the "User Administration" interface; in the user list, click the right mouse button or press"ENTER" key on the panel to select the target user, and then click "Modify" button to enter the "Modify User" page to modify user information.

Notes: Administrator can modify permissions of other users.

Delete Users

Enter the "User Administration" interface; in the user list, click the right mouse button or press"ENTER" key on the panel to select the target user , then click "Delete" button to delete the user after confirmation.
Restore Defaults

Restore the system configuration parameters as the factory configuration,and after restore, the system restarts automatically.
Clear Alarm

Manually remove all the alarm information. After the successful removal of alarm, the system will give prompt information of "Successfully Cleared".  Go back to administrative tools page after confirmation.
Software upgrade

  In the administrative tools interface, select "Software Upgrade" to enter its operation interface.

In the upgrade option box, select objectives which need to upgrade; in the upgrade option box, select the upgrade mode: FTP, or USB.

USB Upgrade: Copy the upgrade files to the root directory of U disk, plug U disk, and then click OK to upgrade the system.

FTP Upgrade: Put the upgrade file into the root directory of FTP server's, and set the server IP address as the specified address, and finally click OK to upgrade the system.

After upgrade, the system will automatically restart.

NOTE: Motherboard upgrade file name must be: mainboard.bin; Panel upgrade file name must be: panel. bin

When system is being upgraded, never disconnect the power supply so as to avoid equipment failure.
Time Settings

Enter date and time page, respectively enter the exact date and time in the "Date"/"time" edit box; confirm to save, cancel to exit.

Version Information

You can see device name, model, version number and so on.
3.8.2 System Settings

  In the main menu page, select "System Settings" to enter its submenu interface.
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3.8.2.1 System Configuration
  In the System Settings interface, select "System Configuration" to enter the set interface.
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Device number: Using remote controller to control equipment depends on device number.  In order to realize remote operation, the remote controller must correspond to device number.  For the settings of device number of remote controller, see the 2.3.

Equipment name: device name is generally defined as the regional name of monitoring points, and you can intuitively find the monitoring point in remote access.  The default device name is "NetDVR".  For editing method, see 3.3.2 (4) edit box.

Equipment expiration: When the hard disk inside the device are fully recorded, select “Cover” to cover the earliest video files to achieve circulation of recording.

Keyboard lock time: The system has no operation during the set keyboard lock time, then the system will automatically log off the current user, and it needs to re-login to operate.

Switching time: Switching time is the cycle period of single-channel preview display.

Video format: The device supports PAL and NTSC video output formats. The default output format is "PAL". For setting method please refer to 2.4.

VGA resolution: User can adjust the VGA display resolution according to VGA monitors.

Menu Transparency: After entering the menu operating interface, you can achieve the transparency between the preview screen and menu by adjusting the level of menu transparency.

Language: According to the needs of users, you can set the menu language type in Simplified Chinese or English.

Status display: Set whether to display video mode, status, and open the information icon of motion detection in the preview screen; if marked "√", show status, if marked "□", not to show status.
Icon status description in the lower left corner of channel preview screen:

"[image: image36.png]


" The system is recording video (regardless of video type)
"[image: image37.png]


" Timed recording
"[image: image38.png]


" Manual recording
"[image: image39.png]


" Motion detection status
"[image: image40.png]


" Motion detection recording
After the page setting is completed, click "OK" button to save settings and exit; click "Cancel" button to exit without saving settings.

3.8.2.2 Recording Settings

In the System Settings interface, select "Recording Settings" to enter the set interface.
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Select channel: Select the target channel, click the select box to select.

Stream: Select the code stream, including "main stream" and "sub-stream."

Stream type: Select the video stream type: "video stream" means only to encode the video when the system is recording video; "composite flow" means to encode audio and video at the same time when system is recording .

Bit rate type: Users can set "fixed rate" and "variable bit-rate": "fixed rate" means the system encodes images according to bit rate and video frame rate; "variable bit-rate" means the system encodes images according to image quality and video frame rate.  However, the bit rate is automatically adjusted by the system according to the video scene.

Bit rate: User selects bit rate according to different needs.  The higher the bit rate, the better the image, but the larger the occupied space of hard disk.

Video frequency frame rate: User selects video frequency frame rate according to different needs.  The higher the frame rate, the better the fluency of image, but the larger the occupied space of hard disk.

Copy to: In the select box on the right of “Copy To” button, select the target channel, click the "copy to" button, and the system will apply the current channel setting information to other target video channel. 

When the page setup is completed, click "OK" button to save settings and exit; click "Cancel" button to exit without saving settings.

3.8.2.3 Image settings

In the System Settings interface, select "Image Settings" to enter the settings interface.
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Select channel: Select the channel you want to set, click the select box to select.

Channel Name: In the edit box, the user own can edit the channel names.  For the edit method, see 3.3.2 (4) edit box.

Display Name: "√" means display, "□" means not to display.  Click "Location" button to enter the setting interface, you can via panel keys or the mouse dragging the red channel name to set, and after set-up, press "ENTER" key or right mouse button to save and exit, press "ESC" key not to exit without saving .

Image parameters: Respectively configure the brightness, contrast, hue and saturation of channel image, use【↑】, 【↓】 keys on the panel or the mouse to drag scroll to adjust.

Use the default values: By clicking the button, you can restore the setting image parameters to the system default value (only limited to restore the image parameters).

Cover: in the "cover" option tag set "√" to activate “Covered Region” button to confirm to enter cover region setting interface.

Set covered region: In the setting interface of cover region, a small yellow box appears in the regional center, that is the cover setting box.  The creation of the region: through the panel arrow keys moving the yellow box to the beginning position of the established region, press 【FN 】 key to (yellow box switches to the red box each other) turn it into a red box (red box is the cover region box which takes into force); and then press the arrow keys to adjust the size of the region, and the minimum can be set to a small square, and the maxium can be set up to four cover areas. Click the left mouse button or long-press left button to move the mouse to select area, and after selection,you can press "ENTER" key or click the middle button of mouse to exit and save, "ESC" key to exit without saving.
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Partial elimination: Move the yellow box to the start region which need to be eliminated(upper left), press【FN 】 key to enter a small black box (to eliminate the regional boxes) and the localized area is eliminated.  After elimination, press【confirm / ENTER】 key to save and exit, and if you press 【exit / ESC】 key, the elimination operation is invalid.  In the red box, click the left mouse button or long-press left key to move mouse to eliminate area, click the middle button of mouse to save and exit.

Clear All: Press【MENU】to clear all covered areas of the channel.

Copy to: In the select box on the right of “Copy To” button, select the target channel, click the "copy to" button, and the system will apply the current channel setting information to other target video channel.  Note: Channel names can not be copied.
When the page setup is completed, click "OK" button to save settings and exit; click "Cancel" button to exit without saving settings.
3.8.2.4 Alarm Input

In the System Settings interface, select "Alarm Input" to enter its set interface.
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Input Channel: Select the channel you want to set, click select box to choose.

Alarm type: You can set high, low voltage, please select the appropriate level for the alarm corresponding to alarm input channel connection.

Detection: You can set whether to test alarm input signal.  Select "Yes" then the following setting functions take into force; "No" means not to do any treatment.

PTZ linkage: Click the "Settings" button to enter PTZ linkage settings interface.  Select a channel number, and perform the relevant settings of PTZ linkage: preset point, cruise, trajectory.  For PTZ setting methods, see 3.8.2.8
Delay: When alarm input ends, the setting needs the extension of time of various treatment.

Buzzer: Whether to trigger the alarm buzzer.  "√" means enable, "□" means invalid.

Video Channel: When setting alarm input, you need to trigger the specified video channel number.

Alarm Output: When setting alarm input, you need to trigger the specified alarm output channel number.

Copy to: In the select box on the right of “Copy To” button, select the target channel, click the "copy to" button, and the system will apply the current channel setting information to other target video channel.
When the page setup is completed, click "OK" button to save settings and exit; click "Cancel" button to exit without saving settings.
3.8.2.5 Alarm Output

In the System Settings interface, select "Alarm output" to enter its set interface.

[image: image45.png]



Output Channel: Select the target channel you want to set, click select box to choose.

Alarm type: "Normal close-type" and "always open-type", select corresponding type.

Time period: "√" enable valid time settings of alarm output, and only during the effective setting period, alarm signal can be exported.
When the page setup is completed, click "OK" button to save settings and exit; click "Cancel" 
button to exit without saving settings.
3.8.2.6 Video Deployment

In the System Settings interface, select "Video Deployment" to enter its set interface.
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Select channel: Select the channel you want to set goals, click the select box to select.

Weeks: Select which day you want to set, and you can set it separately; "All" means all dates.

Video types and time periods: During the four time periods,you can set different video types during each period, timing video (red), motion detection recording (green), alarm recording (yellow).  "√" means enable; "□" means invalid.  There is time period status displaying below, and the overall schedule from 0 to 24 hours.
Copy to: In the select box on the right of “Copy To” button, select the target channel, click the "copy to" button, and the system will apply the current channel setting information to other target video channel.
When the page setup is completed, click "OK" button to save settings and exit; click "Cancel" button to exit without saving settings.

3.8.2.7 Video Detection

In the System Settings interface, select "Video Detection" to enter its set interface.
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Select channel: Select the target channel you want to set, click the select box to select.

Type: You can select motion detection, video loss.

Video Channel: Select the specified alarm output channel number which needs to trigger after detection occurred.

Alarm Output: Select the specified video channel number which needs to trigger after detection occurred.

Buzzer: Whether to trigger the alarm buzzer.  "√" means enable, "□" means invalid.

Delay:  When alarm input ends, the setting needs the extension of time of various treatment.

Region: Set motion detection area, and the setting methods, see 3.8.2.3 setting cover region.
Sensitivity: Select to trigger motion detection sensitivity.  "No detection" means the above set parameters are invalid.
Copy to: In the select box on the right of “Copy To” button, select the target channel, click the "copy to" button, and the system will apply the current channel setting information to other target video channel.
When the page setup is completed, click "OK" button to save settings and exit; click "Cancel" button to exit without saving settings.

3.8.2.8 PTZ Settings

In the System Settings interface, select "PTZ Settings" to enter the set interface.
[image: image48.png]2010-00-14 15:45:48

[ E—cl)
PO v o O arram |

stop oir [_thiz ITlonookam [ tena ]
Fiow oxrt [Mons T-lerotocat  [Poteo I¥]
==

e
R m———
(Cevse) (2 [v] o | (o]





Select channel: Select the target channel you want to set, click the select box to select.

Rate: Select the rate which matches the connected PTZ.

Data Bits: Select the data bits which match the connected PTZ.

Stop Bits: Select the stop bit which matches the connected PTZ

Check: Select the check value which matches the connected PTZ.

Flow Control: The selected item must be consistent with the matched PTZ flow control settings.

Protocol Type: The selected item must be consistent with the matched PTZ protocol.

Address of Decoder: Enter the address of the specified decoder.

Preset point setting: Preset point is to preset and memory position, focal length, aperture and zoom of camera, while using a number to mark these settings.  Add a preset point: In the pre-edit box enter a preset point,the range of which is 1-128, and then through the arrow keys to adjust the distance from the camera to the target location, and after adjustment, press setting, and the preset point is "saved”.  Delete preset point: In the edit box enter a preset point which you want to delete, select "Delete."

The cruise path setting number: Cruise path is a path on which the camer runs at a certain speed, bypassing more than a cruise points which have serial numbers, and each cruise point includes preset stop points and stop time, so the cruise path settings includes the settings of cruise point, preset point, stop time. cruising speed and other parameters, and in the "settings" interface you can set he appropriate information.  At present, a piece of equipment supports 16 cruise path number settings.

Track settings: Track is a irregular movement line which camer pre-defines, and enter "settings" you can set the trajectory.

Copy to: In the select box on the right of “Copy To” button, select the target channel, click the "copy to" button, and the system will apply the current channel setting information to other target video channel.
When the page setup is completed, click "OK" button to save settings and exit; click "Cancel" button to exit without saving settings.

3.8.2.9 Network Settings

In the System Settings interface, select "Network Settings" to enter the set interface, which respectively includes the "Ethernet, PPPOE, DDNS" configuration.

Ethernet configuration:

In the network configuration interface, select the "Ethernet Configuration" to enter its set interface.
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Physical Address: It displays the physical address number of the device.

Port number: The port number must be greater or equal to 2000.

IP Address: The IP address must be unique and can not conflict with any other host or workstation on the same network .

Subnet Mask: It's used to divide the network segment.

Default Gateway: It's used to achieve communication among the different network segments, rwhich needs to set the gateway address.

DNS Address: The device uses PPPoE protocol to access network, and it will get a dynamic IP address.

Enable Multicast: Select whether to enable multicast.

DHCP: Select whether to enable DHCP to automatically obtain IP.

Http Port: The port number which IE is browsering to visit, and the default port number is 80.
When the page setup is completed, click "OK" button to save settings and exit; click "Cancel" button to exit without saving settings.
PPPOE configuration:

In the network configuration interface, select the "PPPOE Configuration" to enter its set interface.
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Enable: "√" means to enable PPPoE to dial-up, "□" means  not to enable the feature.

The user name and password: In the edit box enter the user name and password which the ISP provides.  For editing method, see 3.3.2 (4) edit box.
When the page setup is completed, click "OK" button to save settings and exit; click "Cancel" button to exit without saving settings.
DDNS configuration:

In the network configuration interface, select the "DDNS Configuration" to enter its set interface.
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Enable: "√" means to enable DDNS Dynamic Domain Name Service, "□" means not to enable the feature.

Select the corresponding service providers, and in the edit box enter the user name, password and domain name.  For editing method, see 3.3.2 (4) edit box.
When the page setup is completed, click "OK" button to save settings and exit; click "Cancel" button to exit without saving settings.
3.9 Log Information

In the main menu page, select "Log Information" to enter its interface.
Main types: Select query log types in the selection box.

Time setting: Eenter the view time period in the edit box.  Click the "Search Logs" button, and the corresponding log information will appear at the bottom of the log list.  You can through in the Page box entering the target page, click "OK" button to curl, or scroll the middle mouse button to curl.
3.10 Shutdown the system

    In the main menu interface, select "shutdown system" to enter its set interface.
    In the selection box, select corresponding operation content.

Cancel the user: It's user to exit the current user.  After cancelling, if you want to continue to use the equipment, you need to re-login the system.

Restart: Restart the device, and after confirmation the device will restart.

Close system: Close the device, and after confirmation the device will be closed.
Chapter 4 Operating Instructions of Client

Apply for realm name
Apply for realm name on 3322:

1) Open main page of 3322 http://www.3322.org: 
2) Click “registration” to enter “Xiweb dynamic domain service protocol” and then click “I agree” to enter registration screen.  Input necessary information: user name, telephone number, email address and so on.  The user name should not be used by other people and one email address can be used to apply for one account number.
3) Check email box for registration information
You will see a prompt message after submitting, which tells you that registration information has been sent to your email box.  Open your email box and you will find an email like below:
4) Log in

Return to main screen and log in via your newly-applied account number:
5) Build a new realm name
Click “realm name management” after login
Then click “DynamicDNS Build” to enter screen like below:
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Input host name and choose a suffix, for example the combination of user name and 3322.org, the whole host name is dvrtest99.3322.org, and IP address is the same with that of local router.  Now, the application of DDNS is completed.
Open DDNS setting in DVR menu and input relevant information:
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Note: When using DYNDNS, the setting method is same.  Please apply for realm name on www.dyndn.com.
Port mapping
Mapping procedure:

1) Set IP address of host

2) Log in router
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If the IP address of router is 192.168.1.1, input this address in IE address bar and a prompt dialog box will show like below:
Click “confirm” to enter router main screen:
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Click “forwarding rule”----“analog server”:
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Click “add” and input IP and ports (WEB port, media port, mobile port) into relevant position, set protocol as “all” and status as “valid” or “enable”, and then save.  Use same method to add other ports.  The mobile monitoring port is 60000, which is necessary to be added for mobile monitoring.  Ports of 9000, 80, 60000 can be changed in DVR main menu.
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Installation and downloading of controls
Automatic installation of IE plug-in:

Add IP address of DVR to trusted sites.  For example, the IP address of DVR is 192.168.1.100, for XP system, open “IE property”---“Internet options”---“Security”.  There are 8 steps to complete this setting.
After setting, input IP address in IE address bar and complete automatic installation of plug-in according to prompts.
1 Settings of IE: If it is the first time you use it and the control can not be loaded, please do the following settings: Internet Options –>safe-internet-> Custom Options -> ActiveX controls and plug-ins are all chosen to enable and finally Click OK.  See following figure:
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Login: Open IE and input the IP address set in the host network settings(the factory IP address is http://192.168.1.23) in the address bar to enter the login page. See the following figure.  Enter the user name and login password, the user name and password must be the same with that of host side, and enter the correct user information, then you can successfully login.
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4.1 Main Page of Video Monitoring

Main page of video monitoring consists of preview window, PTZ control, preview mode, stream selection, opening channel, opening talkback, configuration, playback, user cancellation. See figure 1-1.
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Figure 1-1

Open preview: In the preview window, click the left mouse button to select the target channel (channel which displays as a red box means to be selected), and in the open channel box, double click the channel number to open or close video image of the corresponding preview window ; [image: image61.png]-G Chanal 1



means in the open mode; [image: image62.png]P



means in the close mode.

Preview mode: In the preview mode switching box, you can click [image: image63.png]
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or double click the preview window to switch to single image preview mode or multi-image preview mode.
4.2 Stream Selection

This device supports dual stream, and you can choose the stream type in the stream choice box.

4.3 PTZ Control

A [image: image66.png]


 PTZ direction control button, you can press up/down/left/right to control the operation direction of PTZ.
B Aperture button, you can increase and reduce the aperture.

C Focal length button, you can adjust focus.

D Location button, you can zoom in or zoom out to control the location of PTZ.
4.4 Advanced Options

 When video preview is opened, this function is activated.  In the corresponding channel preview window, click the right mouse button to open the Advanced Options box:

Mute/sound: Open or close the audio of  the preview channel by this button.

Capture: Capture the current video screen and save it in image format.  For saving the settings of directory, please refer to 1.5.5..

Record: Turn on remote recording of the video of the channel and save it.  For saving the settings of directory, please refer to 1.5.5..

PTZ settings: It's used to set PTZ preset point, the cruise path, trajectory settings. For setting method, please refer to 3.8.2.8.

OSD Setting: Set the channel, real time location of OSD layer, drag the mouse to confirm and save.

Motion Detection: Set motion detection area: firstly "√" means motion detection area, select "Add area", hold the left mouse button to drag on the screen, then grid-like white line which is detection area appears; select "Clear area ", then hold the left mouse button to drag on the screen and the region formed by the grid-like white lines disappears, and the motion detection area is cancelled.  In the sensitivity and output delay box, select the corresponding parameters.

Screen adjustment: Set the image brightness, contrast, hue, saturation, and click the left mouse button or drag to adjust, it will be automatically saved on exit.
4.5 Talkback Control

Click to open the voice to initiatively perform voice talkback.
4.6 Configuration

4.6.1 Server Parameters
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Figure 1-5-1

In the setting interface, respectively set the related parameters of the host-side.  See figure 1-5-1. The set parameters must be the same with that of host.  For the setting methods and precautions, please refer to system configuration, system information, network operating instructions of the host and so on.

4.6.2 Channel Parameters
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Figure 1-5-2

In the setting interface, set the related parameters of the host side.  See figure 1-5-2.  The set parameters must be the same with that of host.  For the setting methods and precautions, please refer to image settings, recording settings, PTZ settings of the host side.
4.6.3 Alarm Parameters
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Figure 1-5-3
In the setting interface, set the related parameters of the host side.  See figure 1-5-3.  The set parameters must be the same with that of host.  For the setting methods and precautions, please refer to settings of alarm input/output of the host side.
4.6.4 User Configuration
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Figure 1-5-4

Set user information which must be the same with that of host.  For the setting methods and precautions, please refer to settings of user administration of the host side.
4.6.5 Others
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Figure 1-5-5

In the setting interface, set the related parameters of the host side.  See figure 1-5-5.  The set parameters must be the same with that of host.  For the setting methods and precautions, please refer to the instructions of manual recording, date/time, hard disk management, clear alarm, log information, software upgrade, restore defaults and shutdown of the system.
Save directory of recorded videos and captures: Set the save path of recorded videos and captures.

4.7 Remote Playback
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Select video playback channel number, the recording type and time conditions, click the Search button, then the search result list will show on the left border.  You can scroll the page or enter the page number to jump to view the video file (20 pieces of information show on one page.  You can find 4,000 pieces of information at the most.).

File playback: Select the target file in the search list box, double click the file or click "File Playback" button, then the target will play on the right playback window.  The playback control must be the same with that of host side.

Playback by time: Click "Playback by time" button, then the video will play from the set starting time on the playback window.

Download: Select the target file in the search list box, click "Download" button to start downloading after setting save path.  The progress bar shows the progress of downloading.
Chapter 5 Mobile Monitoring
Android Mobile Client P2P
1 Install the program
1. Copy the setup software RemoteEye.apk to SD card.

2. Close USB, access to [setting] — [application ] — [APK setting player], and then the user can find the setup file:
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Clue: Do you want to install this application?
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Press “Install” button. 
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If the installation is finished, the picture is as below:
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2. System explanation
P2PPlayer phone port mainly contain: video surveillance, channel switch, full screen magnify, PTZ control, focus, capture image, save as favorite and exit function. 
2.1 System main interface
After the installation, press“RemoteEye” icon in the application, see the below picture:
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Open the main interface, see the below picture:
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2.2 System setting interface
For the first time using or need to modify the parameters, press [setting] button to access to the parameters setting. 
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Favorite: 
The record which is saved can be found here; 

UserName:
The user name which is set on DVR [phone surveillance]; 

Password:
The user password which is set on DVR [phone surveillance];
Server:
The public IP address and dynamic domain name of DVR.
Port:
The server port which is set on DVR [mobile phone].

ChannelCount:

Set the quantity of the channel.
Default channel:
Set the default channel which will do the video surveillance.

RecordName:
Save the name of the record.

①After the setting press [Save] then it will go to the favorite folder.  Next time you can find the record in the file. 
②After the setting press [setting] and back to the front interface.
After the setting, press “connect” button on the main interface and then it will connect the server.  In this interface it can also switch the channel, full screen magnify, PTZ control, focus, phone capture and full screen display. 
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The detail information is as below:
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：Press this icon to connect the server   
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:  Press this icon to open the setting interface
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: Switch the channel function.
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 ：It can control the PTZ move up, down, left and right. 
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: It can operate the zoom, focus and iris.
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：Press it to enter into full screen mode, press it again back to the common mode. 
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：Capture the image function.

3 Familiar questions and their answers
1：Why it can not connect the server?
   a: Check the setting page layout, server, port, user name, password is right or not.
   b: Check the internet; check if the mobile phone is connected with the internet. 
2：After enter into the main interface, why the user can not control the PTZ?
   a: Check if the channel has the PTZ.
   b: The reflection of the PTZ is too slow, please wait for a moment. 

Introduction for software CPlayer of Iphone
I.  The installation of CPlayer
1. Open the icon“[image: image96.png]App Store



”, the below image will appear:
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Image 1

2. Click“[image: image98.png]


”，Input “cplayer” in the searching bar, click “[image: image99.png]Search



” the below image will appear:
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Image 2

3. Then the image 3 will appear:
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Image 3

4. After click the “free” on image 3, the image 4 will appear, click “install” option on image 4, and the image 5 will appear.  Input the password of Apple account on image 5, then click “ok”, image 6 will appear. 
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Image 4                               image 5
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Image 6

5． After [image: image105.png]


 change to [image: image106.png]i



 on image 6, it means it is downloading Aplayer software and set it automatically.  After the process bar “[image: image107.png]


” of [image: image108.png]


 is full, it means it finishes the installation. 
6．After finishing the installation, the interface of the mobile phone will appear CPlayer icon, like the image 7. 
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II.  How to use CPlayer

   1. Click Cplayer icon, open the software.  The introduction of the interface function is as below:
[image: image110.png]<] [+]

a <

e BIE %%
|

M
L
C
L
o)





① PTZ direction key (up, down, left and right)
② PTZ lens control (magnify+, reduce-),(focus+, focus-), (iris+, iris-)
③ Choose the monitor channel
④ The function of the key from left to right: Pause, capture, full screen mode, next monitor option, monitor connection setting. 
⑤ Exit, the middle key of the phone
2. Set the monitor point: it is the same setting with Symbian and Windows.
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① IP address of the monitor point
② Network port
③ User name
④ Password
Windows Mobile Operating system
1）Program download

Please copy the installation program whose name is amplayersetup.CAB from the attached CD to your mobile phone, the default save path is My Documents.
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2）Click the program and start to install it, just select default path when it ask you to select install path.
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3）Click install button to start to install.
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4）After installed, click the RemoteEye icon to run the program.
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5）login the main interface as follow.
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Channel: select the channel you want to monitor. When you select a channel, it will connect to DVR automatically.

Connect: press it to connect to DVR.

Setup: Press it to enter into the interface to config the parameters for mobile phone monitor.

Button definition：【PTZ direction control（left、right、up、down）】;【area select（zoom in、zoom out）】;【focus（＋、－）】;【aperture（＋、－）】;【snapshot】.

Remark: Please make sure the parameters for PTZ in DVR is correct.

Snapshot default save path is: Program>>>RemoteEye>>>> photo  
6）When you login for the first time, please setup the network parameters first, press setup to enter into the interface, as follow:
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User name: can be blank.
Password: should be the same as IE.

Sever: the public IP or dynamoic domain name of DVR.

Sever port: this port is the mobile port you setup in DVR.

Channel: setup the default channel you want to check.

Please press OK after you finished setup.

[image: image117.png]2|

RemoteEye

Channel: [camD -]

[tsconnect]

setting

gt 108





7）Display mode

Normal/Full screen

Remark: Click screen can switch the display mode between normal and full screen.

2.2 Symbian Operating system
Install and uninstall

1.1 System

	System requirement

	Device
	The operative system which can run Symbian S60 v1.x、S60 v2.x and S60 v3.x interface 

	Storage space
	min 800KB space

	Software
	The PC kit which can connect with mobile phone (optional)


Table 1: How two install Langtao moving eye and how to uninstall it
1.2 Install it through PC kit
1. Connect your mobile phone with PC by using the PC kit
2. Running the install program of PC kit on main machine, then an indicated case will        appear.
3. Choose the [installation file] to do the installation, waiting for the process bar.
4. After the indicated case appears please press [OK].
5. Finish the installation according to the clue on the phone. 
1.3 Install it directly on the device
· Install it directly on the phone
Copy the installed software to the phone or download it to phone through GPRS and then find the installed fold and then do the installation.  If the process bar is finished that means it finish the installation then the screen will auto back to the front interface.
· Use Bluetooth
· Copy the installed software to the main machine which can use Bluetooth.
· Transmit the program to your phone through Bluetooth and then the phone will have indicated information.
· Choose [see] and it will appear the clue of how to install the program.
· Finish the installation according to the clue.
1.4 Uninstall the software
Please confirm exit the normal program before uninstall the software.
Enter in to phone menu, [main menu] ([function list] ([tool] ([program management], find the “wireless surveillance”, choose [option] ([delete] and it will appear a clue then press “yes” then a process bar will appear.  At last the interface will exit to the front interface; the software is deleted in the phone.
1）Please copy the install program whose name is amplayersetup.CAB from the attached CD to your mobile phone, the default save path is memory card. As follow:
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2）Click the program to install it.
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3）You can select the install path you want as the follow picture .
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4）Please select continue when you got the follow window, and make sure your mobile phone can access to internet.
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5）you will got a message “install finished” after installed successful.

[image: image122.jpg]E
1 Progran install

=1 0

£ n-gage
= g

=1 Resco
= TTPod
2

inctallcoruar ave

Install successful %




6）Please find the RemoteEye icon in Application and run it.
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7）when you login, you will find the window as follow:
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Button definition：
Wireless surveillance software for Symbian, the main function is as below:
	Function key
	Name
	 Content
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	Play
	Connect the program to the device and begin to play the video.
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	Full screen mode
	Switch the full screen or windows mode.
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	Capture image
	Capture the present image
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	Setting
	Set the domain name, port, user name, password and the information of connect point.
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	Next team
	The option of the next channel
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	Exit
	Exit the applied program
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	Choose the channel
	Choose the video of a certain channel.  It can realize 8CH/16CH switch.            
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	PTZ control
	It can control the PTZ direction up, down, left, and right.
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	Focus and iris
	It can realize the focus. 


CH1  CH2  PTZ ：  up  left    zoom in +   focus +  aperture +

CH3  CH4  PTZ ：down  right  zoom out –  focus –  aperture –

【Play/Pause】  【Full screen/Normal】 【Snapshot】 【Setup】 【Exit】
Remark: Snapshot default save path is: "C：\Data\Images\”
8）When you login for the first time, please setup the network parameters first, press 【Setup】 to enter into the interface, as follow:
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Net Access point: Please select the network, GPRS/EDGE/3G
Sever address: the public IP or dynamic domain name of DVR.

Sever port: the sever port is the mobile port you setup in DVR.
User name: can be blank.

Password: the same as IE.
Channel: setup the default channel you want to check.

Please press Apply after you finished setup.
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9）Display mode

Normal/ Full screen

Remark: Click screen can switch the display mode between normal and full screen.

Appendix 2 Figures of interfaces on the back
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4-channel DVR: figure of interfaces on the back
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8-channel DVR: figure of interfaces on the back
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16-channel DVR: figure of interfaces on the back

Alarm input & output
Alarm input normally closed connection method:
Alarm input normally open connection method:
Alarm output connection method:
Appendix 1 FAQ
1 How to retrieve password if changed system password is forgotten?
Answer: Please contact supplier or factory.  Password which is easy to remember and relatively safe is recommended.  (If you have special demand on security, please do not set 123456 as your password.)
2 Why there is no video output signal?

Answer: Check whether video output port is connected to VIDEO OUT, check whether BNC interface on DVR is in good connection, check whether BNC line is overused, or check whether N format/P format are chosen correspondingly.

3 Why hard disk is not detected?

Answer: Check whether data line and power line of hard disk is in good connection, check whether there is a problem with hard disk interface on main board.  It is suggested to re-connect data line.  Check whether power adapter is DC12V 3A (3A---5A), you can change power supply for test.  Hard disk of Seagate brand is recommended.
4 What kind of influence may occur because of heat dissipation?

Answer: Please put DVR in place of good ventilation, otherwise overheat may affect stability and service life.

5 How long can it record if hard disk of 1000G is used for 4-channel/8-channel DVR?

Answer: Please reffer to appendix 2“Calculation method of hard disk occupied space”.

6 Why monitoring image and panel keys are normal while remote controller can not be used?

Answer: If remote controller can not be used even aiming at IR signal, please check whether power supply of batteries inside remote controller are sufficient.  If the power supply is sufficient, check whether remote controller is broken.
7 Why “manual recording” and “stop recording” are invalid?
Answer: These two functions will be in valid use only in unselected time period when timed recording is started.
8 Can DVR play back at the same of recording?  Does DVR support multi-channel playback?

Answer: The system of this DVR supports playback at the same time of recording.  4-channel DVR supports 4-channel playback at the same time, while 8-channel DVR supports single channel playback.

9 Can recording records on hard disk be cleared?

Answer: Considering safety of files, records can not cleared partly.  If all records need to be cleared, you can format hard disk.
10 Why E-mail alarm is always invalid?

Answer: Check whether E-mail alarm is set according to instruction book, check whether there is wrong letter, check whether there is a blank space, check whether your mail server supports this alarm.

11 Why can not find any record when playback?

Answer: Check whether data line of hard disk is in good connection, check whether system time is illegally adjusted.  If the above problem occurs after several tries, check whether hard disk is damaged.

12 Why can not control PTZ after setting?

Answer: Please consider following causes:

① Front PTZ is in failure;
② Setting, connection and installation of PTZ decoder is not correct;
③ Setting of DVR PTZ is not correct;
④ Protocol of PTZ decoder and that of DVR are mismatched;
⑤ Address of PTZ decoder and that of DVR are mismatched;
⑥ When connected with several decoders, the very end of PTZ decoder AB line should be added an resistance of 120Ω to clear reflex and impedance matching which makes PTZ control unstable.
13 Why dynamic detection is invalid?

Answer: Check whether mobile detection time and area are set correctly.  Besides, check whether sensibility is set too low.

14 Why alarm is invalid?

Answer: Check whether alarm setting and alarm connection are correct.  Check whether input signal is correct.

15 Why DVR is not real-time when visiting LAN?
Answer: When visiting LAN, for 8-channel DVR, in order to realize real-time, please choose “LAN” in “ Network environment” option; for 4-channel DVR, beside above-mentioned setting, please choose “Normal” in “Detail” option in recording mode.

16 Remote login screen can be opened, but can not log in.
Answer: 1) Check whether the account and password you input are right.  If password is forgotten, enter “Password” screen and click “Clear IE password”, then log in again.  2) Please check whether local network and remote client access network are normal.  Login may fail when network speed is too low, please try several times.
17 Why the message “User is in the process of configuring” shows again and again when operating relevant menu after successful remote visit?

Answer: Please exit host menu and maintain preview status.

18 Why there are drag mark and time delay on client when monitoring?

Answer: 1) If this phenomenon keeps shorter than 10 seconds, it is normal; 2) Assure that network speed is not low.
19 Why there is serious time delay when monitoring by mobile phone?

Answer: 1) Change “Wireless network” to 2.5G; 2) Assure that network speed is not low; 3) Do not put mobile phone in place of weak signal; 4) If this phenomenon keeps shorter than 10 seconds, it is normal.

Appendix 2 Calculation method of hard disk occupied space

Hard disk occupied space changes according to code rate and resolution ratio:

(The following list is only for reference)             Unit:MB/channel/hour

	     Code rate
Resolution 
ratio
	Best 
	Better 
	Common 

	Best（D1）
	400
	300
	200

	Better (half-D1)
	350
	250
	150

	Common (CIF)
	300
	200
	100


According to the this list, for 4-channel DVR, if its resolution ratio is CIF and code rate is best, when using 1000G hard disk to record 24 hour a day, the calculation formula is:

N=1000G*1000/（4*300*24）=34.7days
In this formula, N means number of day, 1000G*1000 means total capacity of hard disk, 4*300*24 means occupied space when using 4 cameras to record for 24 hours a day.

The data changes when tested in different environment, on the basis of different signal source and different code rate.

Therefore, the data calculated from this formula can only be taken as a reference value.
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